Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			
		
		
			
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						 Italiano
						 English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    
    
  


PORTO @  Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	4 Contributo in Atti di Convegno (Proceeding)
	4.1 Contributo in Atti di convegno


	



















































	
	
		
		
	









Acoustic (AE), electromagnetic (EME), and neutron (NE) emissions were measured during laboratory
compression tests on rock specimens loaded up to failure.
Tests were performed on magnetite and basalt specimens at constant displacement rate. AE signals were detected by
applying to the specimen surface a piezoelectric (PZT) transducer with resonance frequency of 78 kHz. EME signals were
revealed by the induced current in a closed circuit due to change in the magnetic flux during specimen compression. The
specimens were also monitored by means of He3 proportional counter and neutron bubble detectors.
The observed EME signals were strictly correlated in time with AE signals for all the tested specimens. Bursts of AE and
EME activity are observed when significant stress drops occur. The neutron emission signals were mainly detected during
stress-drops in the load vs. time diagrams, or at the end of the tests when the specimens showed catastrophic behaviors
characterized by snap-back instabilities. Applications of all these monitoring techniques to earthquake forecasting seem to
be possible.



Time Correlation Between Acoustic, Electromagnetic
and Neutron Emissions in Rocks Under Compression / Carpinteri, Alberto; Lacidogna, Giuseppe; MANUELLO BERTETTO, AMEDEO DOMENICO BERNARDO; Niccolini, Gianni; Borla, Oscar. - STAMPA. - 1:(2013), pp. 387-393. (Intervento presentato al  convegno 2012 Annual Conference & Exposition on Experimental and Applied Mechanics (SEM) tenutosi a Costa Mesa, California, US nel June 11-14, 2012) [10.1007/978-1-4614-4238-7_50].
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				Abstract

				Acoustic (AE), electromagnetic (EME), and neutron (NE) emissions were measured during laboratory
compression tests on rock specimens loaded up to failure.
Tests were performed on magnetite and basalt specimens at constant displacement rate. AE signals were detected by
applying to the specimen surface a piezoelectric (PZT) transducer with resonance frequency of 78 kHz. EME signals were
revealed by the induced current in a closed circuit due to change in the magnetic flux during specimen compression. The
specimens were also monitored by means of He3 proportional counter and neutron bubble detectors.
The observed EME signals were strictly correlated in time with AE signals for all the tested specimens. Bursts of AE and
EME activity are observed when significant stress drops occur. The neutron emission signals were mainly detected during
stress-drops in the load vs. time diagrams, or at the end of the tests when the specimens showed catastrophic behaviors
characterized by snap-back instabilities. Applications of all these monitoring techniques to earthquake forecasting seem to
be possible.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	
	
 Copyright © 2024 

