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Magneto-rheological fluids are materials that exhibit a significant change in their rheological properties in the presence of a magnetic field. Because of such a field-dependent behavior, they can act as smart materials in applications in which changeable performances are desired. In road pavement engineering, the use of bitumen-based magneto-rheological fluids may open innovative scenarios related to the construction of smart pavement sections and to the investigation of damage mechanisms in binders and mixtures.
The research work presented in this paper explored magneto-rheological properties of several field-responsive bituminous binders obtained from two different base bitumens combined with multi-wall carbon nanotubes and powder iron. The experimental program included oscillatory shear loading tests at different temperatures, performed in the strain controlled mode by means of a dynamic shear rheometer equipped with a magneto-rheological device. The investigation was carried out with the specific goal of identifying critical issues which should be taken into account in materials preparation, testing procedures and data analysis. 
Undesired overheating of specimens during testing was identified and taken into account for a correct inter-pretation of experimental data. Thus, while the field-sensitivity of carbon nanotubes was found to be negli-gible as a result of the magnetic shielding action of bitumen, it was shown that powder iron can significantly affect the magneto-rheological properties of bituminous binders when employed in sufficiently high amounts. Moreover, obtained results indicated that selection of base bitumen is a key factor in designing bituminous-based smart materials.
Practical implications which derive from the study are mainly relative to the fine-tuning of laboratory char-acterization procedures which should necessarily overcome current limitations in temperature regulation and magnetic field generation. Experimental data presented in this paper also suggest that future development of pavement magnetic sensing techniques should consider the combined effects of temperature and field intensity.
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				Magneto-rheological fluids are materials that exhibit a significant change in their rheological properties in the presence of a magnetic field. Because of such a field-dependent behavior, they can act as smart materials in applications in which changeable performances are desired. In road pavement engineering, the use of bitumen-based magneto-rheological fluids may open innovative scenarios related to the construction of smart pavement sections and to the investigation of damage mechanisms in binders and mixtures.
The research work presented in this paper explored magneto-rheological properties of several field-responsive bituminous binders obtained from two different base bitumens combined with multi-wall carbon nanotubes and powder iron. The experimental program included oscillatory shear loading tests at different temperatures, performed in the strain controlled mode by means of a dynamic shear rheometer equipped with a magneto-rheological device. The investigation was carried out with the specific goal of identifying critical issues which should be taken into account in materials preparation, testing procedures and data analysis. 
Undesired overheating of specimens during testing was identified and taken into account for a correct inter-pretation of experimental data. Thus, while the field-sensitivity of carbon nanotubes was found to be negli-gible as a result of the magnetic shielding action of bitumen, it was shown that powder iron can significantly affect the magneto-rheological properties of bituminous binders when employed in sufficiently high amounts. Moreover, obtained results indicated that selection of base bitumen is a key factor in designing bituminous-based smart materials.
Practical implications which derive from the study are mainly relative to the fine-tuning of laboratory char-acterization procedures which should necessarily overcome current limitations in temperature regulation and magnetic field generation. Experimental data presented in this paper also suggest that future development of pavement magnetic sensing techniques should consider the combined effects of temperature and field intensity.
			
		

	
		
		
	Scheda breve
	Scheda completa
	Scheda completa (DC)
	
	[image: SFX Query]


		
		
			
				

















































	
	
	




















	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Anno del prodotto
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			2014
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Codice DOI
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			https://dx.doi.org/10.3844/ajassp.2014.505.519
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Titolo della Rivista
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			AMERICAN JOURNAL OF APPLIED SCIENCES
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
	
	
	
		
		



























	
	
	Appare nelle tipologie
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			1.1 Articolo in rivista
		
		
		
		
	



	






			

		

	


	


	
		























		File in questo prodotto:



	
	
	
	
	
	
    
	
	
	
	
	
	
		
			
				
			
		
		
	
	
	
	
		
			Non ci sono file associati a questo prodotto.

		
		
	





	
	
	









	
		
			
			
			



















	
		
		
	
	
	
	


	Pubblicazioni consigliate


	
		
		
			
				
				
				

			
			

		
	
	




			
		
	

	
		
		
			
			
				I documenti in IRIS sono protetti da copyright e tutti i diritti sono riservati, salvo diversa indicazione.

			
		
	




	






















	

	
		
			
		    	
			      	 Informazioni
			    

			    
			    	
			        	










	
		
		
			
			Utilizza questo identificativo per citare o creare un link a questo documento: https://hdl.handle.net/11583/2525891
			
		
	
	
	

			      	

			    

			

		

	


	
	
	
		
			
			
				





















	
	 Attenzione

	
	










	
		
		
			
			
			Attenzione! I dati visualizzati non sono stati sottoposti a validazione da parte dell'ateneo

		
	
	
	



			
		
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
		
		
		
	
	
		
		
	
	
	
	
	





    


























	
		
			
				
					
						Conferma cancellazione
						
					
				

				
					
				
			

			
				Sei sicuro che questo prodotto debba essere cancellato?

			

			
				
					
						
							
							Chiudi
						
					
				
				
				
						
						
							Elimina
							
						
					
				
			

		

	




	
    
    
				





	
		
			
				
					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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