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Abstract. A crucial aspect in damage evaluation of masonry structures is the analysis of longterm
behaviour and for this reason fatigue analysis has a great influence on safety assessment
of this structures.
Acoustic Emission (AE) are very effective non-destructive techniques applied to identify micro
and macro-defects and their temporal evolution in several materials. This technique permits to
estimate the velocity of ultrasound waves propagation and the amount of energy released
during fracture propagation to obtain information on the criticality of the ongoing process.
By means of AE monitoring, an experimental analysis on a set of reinforced and unreinforced
masonry walls under variable amplitude and static loading has been carried out. During these
tests, the AE signals were recorded. The AE signals were analysed using Fast Fourier
Transform (FFT) to examine the frequency distribution of the micro and macro cracking. It
possible to evaluate the evolution of the wavelength of the AE signal through the two
characteristic peak in the AE spectrum signals and the wave speed of the P or S waves. This
wavelength evolution can be represent the microcrak and macrocrack evolution in masonry
walls. This procedure permits to estimate the fracture dimension characteristic in several
loading condition and for several masonry reinforced condition.



Frequency Analysis of Acoustic Emission Signal to Monitor Damage Evolution in Masonry Structures / Masera, Davide; Bocca, Pietro Giovanni; Grazzini, Alessandro. - In: JOURNAL OF PHYSICS. CONFERENCE SERIES. - ISSN 1742-6588. - STAMPA. - 305:(2011), p. 012134. (Intervento presentato al  convegno 9th International Conference on Damage Assessment of Structures (DAMAS 2011)) [10.1088/1742-6596/305/1/012134].
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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