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Controlling the group of picture (GOP) size in distributed video coding (DVC) is a difficult but important task since it has a direct impact on the coding performance. This paper presents a framework to adaptively control the size of GOPs in a Wyner-Ziv encoder by means of encoder-side decisions based on support vector machines (SVM) that uses simple features extracted from the original video content. To train the SVM, firstly this work proposes how to compute the sequence of GOP sizes with the best rate-distortion performance given the set of GOP sizes that can be used during the encoding process. Then, an algorithm based on the previously trained SVMs is presented to control the actual GOP size each time a new decision can be taken at the encoder. Results show that the proposed algorithm can achieve a rate distortion performance close to the ideal one. Moreover, comparisons with a reference adaptive GOP size selection algorithm in the literature shows gains up to 2 dB PSNR in the best conditions.



Content-Based Group-Of-Picture Size Control in Distributed Video Coding / Masala, Enrico; Y., Yu; X., He. - In: SIGNAL PROCESSING-IMAGE COMMUNICATION. - ISSN 0923-5965. - STAMPA. - 29:3(2014), pp. 332-344. [10.1016/j.image.2014.01.013]





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Content-Based Group-Of-Picture Size Control in Distributed Video Coding

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


MASALA, Enrico;Y. Yu;X. He

	
		
		
	



			2014

			

			
				Abstract

				Controlling the group of picture (GOP) size in distributed video coding (DVC) is a difficult but important task since it has a direct impact on the coding performance. This paper presents a framework to adaptively control the size of GOPs in a Wyner-Ziv encoder by means of encoder-side decisions based on support vector machines (SVM) that uses simple features extracted from the original video content. To train the SVM, firstly this work proposes how to compute the sequence of GOP sizes with the best rate-distortion performance given the set of GOP sizes that can be used during the encoding process. Then, an algorithm based on the previously trained SVMs is presented to control the actual GOP size each time a new decision can be taken at the encoder. Results show that the proposed algorithm can achieve a rate distortion performance close to the ideal one. Moreover, comparisons with a reference adaptive GOP size selection algorithm in the literature shows gains up to 2 dB PSNR in the best conditions.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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