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A displacement-based zig-zag plate model with variable in-plane and through-the-thickness representation and fixed degrees of freedom is developed and applied to the analysis of bonded joints. Just the in-plane displacements and the shear rotations of the middle plane are used as primary variables. The continuity functions enable an a priori fulfilment of the out-of-plane stress contact conditions at the interfaces between adjacent layers. High-order contributions to displacements are included to meet the stress boundary conditions at the upper and lower faces and to allow the in-plane representation to be varied, e.g. from the adherends to the overlap. In this way, it is possible to better simulate the variation of solutions and the stress boundary conditions at the ends of the overlap. Closed form expressions of these quantities are obtained using symbolic calculus, which, once incorporated in the model, simplify the obtainment of governing equations and speed-up computations. As the representation can vary from point to point, the present model permits an accurate analysis of laminates with general boundary conditions and of bonded joints under a unified approach. Applications are presented to sample cases of bonded joints with laminated adherends using appropriate series expansions of displacements. Linear and nonlinear benchmark test cases for single- and double-lap joints taken from the literature are considered. The results show that accurate stress predictions are computed with a low computational effort in all the cases considered. A good accuracy is achieved just using one component in the series expansion, which implies solving a 3×3 system.
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				A displacement-based zig-zag plate model with variable in-plane and through-the-thickness representation and fixed degrees of freedom is developed and applied to the analysis of bonded joints. Just the in-plane displacements and the shear rotations of the middle plane are used as primary variables. The continuity functions enable an a priori fulfilment of the out-of-plane stress contact conditions at the interfaces between adjacent layers. High-order contributions to displacements are included to meet the stress boundary conditions at the upper and lower faces and to allow the in-plane representation to be varied, e.g. from the adherends to the overlap. In this way, it is possible to better simulate the variation of solutions and the stress boundary conditions at the ends of the overlap. Closed form expressions of these quantities are obtained using symbolic calculus, which, once incorporated in the model, simplify the obtainment of governing equations and speed-up computations. As the representation can vary from point to point, the present model permits an accurate analysis of laminates with general boundary conditions and of bonded joints under a unified approach. Applications are presented to sample cases of bonded joints with laminated adherends using appropriate series expansions of displacements. Linear and nonlinear benchmark test cases for single- and double-lap joints taken from the literature are considered. The results show that accurate stress predictions are computed with a low computational effort in all the cases considered. A good accuracy is achieved just using one component in the series expansion, which implies solving a 3×3 system.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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