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Recently, an efficient stochastic modeling method for interconnects with inherent variability in their physical parameters was proposed, based on applying the so-called polynomial chaos (PC) approach in conjunction with a Stochastic Galerkin Method (SGM) onto telegrapher's equations. Although this approach was already very successful from a numerical point of view, the novel technique could not be conveniently integrated into SPICE-like solvers, limiting the applicability of the method. In this letter, the PC-SGM scheme for telegrapher's equations is revisited, pinpointing the origin of this inconvenience and immediately allowing to mitigate the issue. By adapting the traditional discretization of the stochastic telegrapher's equations approach, an augmented, yet deterministic, set of ordinary differential equations is obtained that turns out to be of the same type as the telegrapher's equations, and hence, the physical property of reciprocity is preserved. Consequently, it can be directly and more efficiently handled using SPICE-like solvers, which usually assume matrix symmetries. As an application example, the variability analysis of a state-of-the-art on-chip line for millimeter-wave applications is performed in a SPICE solver.
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				Abstract

				Recently, an efficient stochastic modeling method for interconnects with inherent variability in their physical parameters was proposed, based on applying the so-called polynomial chaos (PC) approach in conjunction with a Stochastic Galerkin Method (SGM) onto telegrapher's equations. Although this approach was already very successful from a numerical point of view, the novel technique could not be conveniently integrated into SPICE-like solvers, limiting the applicability of the method. In this letter, the PC-SGM scheme for telegrapher's equations is revisited, pinpointing the origin of this inconvenience and immediately allowing to mitigate the issue. By adapting the traditional discretization of the stochastic telegrapher's equations approach, an augmented, yet deterministic, set of ordinary differential equations is obtained that turns out to be of the same type as the telegrapher's equations, and hence, the physical property of reciprocity is preserved. Consequently, it can be directly and more efficiently handled using SPICE-like solvers, which usually assume matrix symmetries. As an application example, the variability analysis of a state-of-the-art on-chip line for millimeter-wave applications is performed in a SPICE solver.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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