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Increasing the GNSS receiver sensitivity and robustness
in very harsh environments has become a central topic
for the GNSS community.
This paper addresses the design of a very High Sensitivity (HS)
acquisition scheme for weak GNSS signal detection down to
5/10 dB-Hz in the particular space environment of the Lunar
Low Orbit. A theoretical analysis for the determination of
optimal extended coherent integration time and non-coherent
accumulations allowing the achievement of pre-defined acquisition
metrics will be presented and then validated by means
of simulations. Complete data navigation bits and secondary
code synchronization achieved thanks to the use of external
aiding sources or self-assistance techniques is considered along
the analysis which will provide results for weak GNSS signal
acquisition in the GPS L1/L5 and Galileo E1/E5 frequency bands.
Presence of a Doppler aiding source is considered and a detailed
study on the required Doppler aiding accuracy is also presented.



Design of a very high sensitivity acquisition system for a space GNSS receiver / Musumeci, Luciano; Dovis, Fabio; Silva Pedro, F.; Lopes Hugo, D.; Silva Joao, S.. - ELETTRONICO. - (2014), pp. 556-568. (Intervento presentato al  convegno IEEE ION Position Location and Navigation Symposium (PLANS 2014) tenutosi a Monterey, California nel 5-8 May, 2014) [10.1109/PLANS.2014.6851417].
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				Abstract

				Increasing the GNSS receiver sensitivity and robustness
in very harsh environments has become a central topic
for the GNSS community.
This paper addresses the design of a very High Sensitivity (HS)
acquisition scheme for weak GNSS signal detection down to
5/10 dB-Hz in the particular space environment of the Lunar
Low Orbit. A theoretical analysis for the determination of
optimal extended coherent integration time and non-coherent
accumulations allowing the achievement of pre-defined acquisition
metrics will be presented and then validated by means
of simulations. Complete data navigation bits and secondary
code synchronization achieved thanks to the use of external
aiding sources or self-assistance techniques is considered along
the analysis which will provide results for weak GNSS signal
acquisition in the GPS L1/L5 and Galileo E1/E5 frequency bands.
Presence of a Doppler aiding source is considered and a detailed
study on the required Doppler aiding accuracy is also presented.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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