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The higher mountains of the Alps focus in the western part of Europe and favor a high concentration of glaciers in this area. The Aosta Valley region is surrounded by mountains, more than the 50% of its territory lying above 2000 m a.s.l. In the summer, most of the water supply of the region relies on the contribution given by snowmelt and, partially, by ice melt. Study of glacial processes is thus very important in this region. In this context the MALATRÀ project (led by Fondazione Montagna Sicura and Envisens Technologies) is created to develop a low-cost instrumentation capable of measuring with continuity the physical parameters of snow and ice. The instrumentation consists of a miniaturized electronic device (tag) equipped with sensors and placed inside an ovoidal small-dimension (48 mm diameter and 180 mm length) plastic capsule. Moreover, the implementation of radio frequency identification technology (RFID) allows remote communication from the surface with the tags placed deep into the glacier, thus saving time, effort and cost in collecting data. Tags allow communication at long distance working at 315 MHz frequency. At this step, the goal is to use such devices during the annual glaciological campaigns to measure the weight of the snowpack above the tag (with a pressure sensor), in order to derive the snow water equivalent (SWE) and temperature inside the ice. As a first step, the capsules will be coupled with ablation stakes installed in the ice, placed at the bottom of boreholes. Each capsule is uniquely identified by a code and can be located in a 3-D local system via radio using a localization algorithm under development. It is then, during the installation, georeferenced absolutely using a GNSS receiver. This functionality also allows for the glacier displacement measurements. Once the device has been identified, all the data stored in the internal memory can be remotely downloaded from the reader. At the current development stage the board is equipped with a precise thermometer (PT1000) and a pressure sensor to catch ice data, a magnetometer and a tri-axial accelerometer sensor to study the movement of the capsule within the ice. The performance of the system has been tested in the glacial environment with excellent results.



RFID technology applied to the glacial environment: MALATRA electronic system design and experimental data / Lucianaz, Claudio; Allegretti, Marco; Barone, B.; Bertoldo, Silvano; Curtaz, M.; Greco, G.; Motta, E.; Roasio, A.; Rorato, Oscar; Vittaz, E.; Perona, Giovanni Emilio. - ELETTRONICO. - 65:(2014), pp. 1-1. (Intervento presentato al  convegno International Symposium on Glaciers and Ice Sheets Contribution to Sea-Level Change (Observations, Modelling and Prediction) tenutosi a Chamonix nel 26-30 Maggio 2014).
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				The higher mountains of the Alps focus in the western part of Europe and favor a high concentration of glaciers in this area. The Aosta Valley region is surrounded by mountains, more than the 50% of its territory lying above 2000 m a.s.l. In the summer, most of the water supply of the region relies on the contribution given by snowmelt and, partially, by ice melt. Study of glacial processes is thus very important in this region. In this context the MALATRÀ project (led by Fondazione Montagna Sicura and Envisens Technologies) is created to develop a low-cost instrumentation capable of measuring with continuity the physical parameters of snow and ice. The instrumentation consists of a miniaturized electronic device (tag) equipped with sensors and placed inside an ovoidal small-dimension (48 mm diameter and 180 mm length) plastic capsule. Moreover, the implementation of radio frequency identification technology (RFID) allows remote communication from the surface with the tags placed deep into the glacier, thus saving time, effort and cost in collecting data. Tags allow communication at long distance working at 315 MHz frequency. At this step, the goal is to use such devices during the annual glaciological campaigns to measure the weight of the snowpack above the tag (with a pressure sensor), in order to derive the snow water equivalent (SWE) and temperature inside the ice. As a first step, the capsules will be coupled with ablation stakes installed in the ice, placed at the bottom of boreholes. Each capsule is uniquely identified by a code and can be located in a 3-D local system via radio using a localization algorithm under development. It is then, during the installation, georeferenced absolutely using a GNSS receiver. This functionality also allows for the glacier displacement measurements. Once the device has been identified, all the data stored in the internal memory can be remotely downloaded from the reader. At the current development stage the board is equipped with a precise thermometer (PT1000) and a pressure sensor to catch ice data, a magnetometer and a tri-axial accelerometer sensor to study the movement of the capsule within the ice. The performance of the system has been tested in the glacial environment with excellent results.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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