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Dense matching techniques, implemented in many software, both commercial or open source, are effective instruments to realize a rapid and detailed survey of complex objects, including many different surfaces and a lot of details. For this reason these tools have been tested for the metric survey of a frescoed ceilings of the hall of honour of a baroque building. These surfaces are densely painted with trompe-l’oeil technique, what, in theory, can offer a very good texture to automatic matching algorithms, but in this case the painting gives problems in reconstructing the correct geometry: in fact, in correspondence with principals architectonic painted details, the models presents some irregularity following the painted drawing. The photogrammetric models have been compared with data deriving from a LIDAR survey of the same object, to evaluate the entity of this blunder: some profiles of selected sections have been extracted, verifying the different behaviours of the software tools.



3D Modelling of trompe l’oeil decorated vaults using dense matching techniques / Chiabrando, Filiberto; Lingua, Andrea Maria; Noardo, Francesca; Spano', Antonia Teresa. - ELETTRONICO. - II-5, 2014:(2014), pp. 97-104. (Intervento presentato al  convegno ISPRS Technical Commission V Symposium tenutosi a Riva del Garda nel 23 – 25 June 2014) [10.5194/isprsannals-II-5-97-2014].
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				Abstract

				Dense matching techniques, implemented in many software, both commercial or open source, are effective instruments to realize a rapid and detailed survey of complex objects, including many different surfaces and a lot of details. For this reason these tools have been tested for the metric survey of a frescoed ceilings of the hall of honour of a baroque building. These surfaces are densely painted with trompe-l’oeil technique, what, in theory, can offer a very good texture to automatic matching algorithms, but in this case the painting gives problems in reconstructing the correct geometry: in fact, in correspondence with principals architectonic painted details, the models presents some irregularity following the painted drawing. The photogrammetric models have been compared with data deriving from a LIDAR survey of the same object, to evaluate the entity of this blunder: some profiles of selected sections have been extracted, verifying the different behaviours of the software tools.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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