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The seismic retrofit of dry stone buildings, typical of the alpine rural architecture in the Ossola Valley (Piedmont - Italy), needs a structural characterization of masonry behaviour. The less invasive seismic retrofit techniques have been analysed in order to preserve the peculiarities of this masonry texture and alpine architecture. Diagonal compression tests were carried out on dry stone masonry specimens, built both unreinforced and strengthened by a specific stitching technique, which was employed to strengthen the Lossetti Tower, a medieval dry stone tower of 13 meters high. The chosen system is a regular mesh of thin ropes, made of basalt fibres, which pass through the masonry thickness and tie blocks together. In this way it was possibile to connect the wall in the transverse direction and to improve the monolithic behaviour of stone masonry structures by a dry and reversible technique.



Dry stone masonry: mechanical characteristics and seismic retrofit / Grazzini, Alessandro; Quagliarini, E.. - 1:(2014), pp. 1-12. (Intervento presentato al  convegno 9th International Masonry Conference tenutosi a Guimaraes nel 7-9 July 2014).
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				The seismic retrofit of dry stone buildings, typical of the alpine rural architecture in the Ossola Valley (Piedmont - Italy), needs a structural characterization of masonry behaviour. The less invasive seismic retrofit techniques have been analysed in order to preserve the peculiarities of this masonry texture and alpine architecture. Diagonal compression tests were carried out on dry stone masonry specimens, built both unreinforced and strengthened by a specific stitching technique, which was employed to strengthen the Lossetti Tower, a medieval dry stone tower of 13 meters high. The chosen system is a regular mesh of thin ropes, made of basalt fibres, which pass through the masonry thickness and tie blocks together. In this way it was possibile to connect the wall in the transverse direction and to improve the monolithic behaviour of stone masonry structures by a dry and reversible technique.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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