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In this paper, semi-blind class of spectrum sensing algorithms, Energy Detection (ED) and Roy's Largest Root Test (RLRT), are considered under a typical flat fading channel scenario. The knowledge of the noise variance is imperative for the optimum performance of ED and RLRT. Unfortunately, the variation and unpredictability of noise variance is unavoidable. An idea of auxiliary noise variance estimation is introduced in order to cope with the absence of prior knowledge of the noise variance, thus a hybrid approach of signal detection is set forth for each considered method. The detection performance of the methods are derived and expressed by closed form analytical expressions. The impact of noise estimation accuracy on the the performance of ED and RLRT is compared in terms of Receiver Operating Characteristic (ROC) curves and performance curves (Probability of Detection/Miss-detection as a function of SNR by fixing the false alarm probability). It is concluded that optimum performance of ED and RLRT can be achieved even with the use of estimated noise variance by using a large number of slots for variance estimation. Finally, it is also found out that the impairment due to noise uncertainty is reduced on RLRT w. r. t. ED.



Impact of noise estimation on energy detection and eigenvalue based spectrum sensing algorithms / Dhakal, Pawan; Riviello, DANIEL GAETANO; Penna, F.; Garello, Roberto. - ELETTRONICO. - (2014), pp. 1367-1372. (Intervento presentato al  convegno 2014 IEEE International Conference on Communications, ICC 2014 tenutosi a Sydney nel 10-14 June 2014) [10.1109/ICC.2014.6883512].
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				In this paper, semi-blind class of spectrum sensing algorithms, Energy Detection (ED) and Roy's Largest Root Test (RLRT), are considered under a typical flat fading channel scenario. The knowledge of the noise variance is imperative for the optimum performance of ED and RLRT. Unfortunately, the variation and unpredictability of noise variance is unavoidable. An idea of auxiliary noise variance estimation is introduced in order to cope with the absence of prior knowledge of the noise variance, thus a hybrid approach of signal detection is set forth for each considered method. The detection performance of the methods are derived and expressed by closed form analytical expressions. The impact of noise estimation accuracy on the the performance of ED and RLRT is compared in terms of Receiver Operating Characteristic (ROC) curves and performance curves (Probability of Detection/Miss-detection as a function of SNR by fixing the false alarm probability). It is concluded that optimum performance of ED and RLRT can be achieved even with the use of estimated noise variance by using a large number of slots for variance estimation. Finally, it is also found out that the impairment due to noise uncertainty is reduced on RLRT w. r. t. ED.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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