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If a camera moves while taking a picture, motion blur is induced. There exist mechanical techniques to prevent this effect to occur, but they are cumbersome and expensive. Considering for example an Unmanned Aerial Vehicle (UAV) engaged in a save and rescue mission, where recording frames of scene to identify people and animals to rescue is required. In such cases, weight of equipments is of absolute importance, and no extra hardware can be used. In such case, vibrations are unavoidably transmitted to the camera, and recorded frames are affected by blur. It is then necessary to deblur in real-time every frame to allow post-processing algorithms to extract the largest possible amount of information from them. For more than 40 years, numerous researchers have developed theories and algorithms for this purpose, which work quite well but very often require multiple different versions of the input image, huge amount of computational resources, large execution times or intensive parameters tuning.



ABLUR: An FPGA-based adaptive deblurring core for real-time applications / AIRO' FARULLA, Giuseppe; Indaco, Marco; Prinetto, Paolo Ernesto; Rolfo, Daniele; Trotta, Pascal. - ELETTRONICO. - (2014), pp. 104-111. (Intervento presentato al  convegno Adaptive Hardware and Systems (AHS), 2014 NASA/ESA Conference on tenutosi a Leicester nel 14-17 July 2014) [10.1109/AHS.2014.6880165].
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				Abstract

				If a camera moves while taking a picture, motion blur is induced. There exist mechanical techniques to prevent this effect to occur, but they are cumbersome and expensive. Considering for example an Unmanned Aerial Vehicle (UAV) engaged in a save and rescue mission, where recording frames of scene to identify people and animals to rescue is required. In such cases, weight of equipments is of absolute importance, and no extra hardware can be used. In such case, vibrations are unavoidably transmitted to the camera, and recorded frames are affected by blur. It is then necessary to deblur in real-time every frame to allow post-processing algorithms to extract the largest possible amount of information from them. For more than 40 years, numerous researchers have developed theories and algorithms for this purpose, which work quite well but very often require multiple different versions of the input image, huge amount of computational resources, large execution times or intensive parameters tuning.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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