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Future telecommunication networks will be designed to guarantee energy-efficiency and sustainability. Optical networks, given their capability to switch and transport large traffic amounts for a relatively-limited energy consumption, are expected to play an increasingly important role in the evolution towards energy efficiency. While traditional optical network design strategies are aimed at minimizing Capital Expenditures (CapEx), i.e., the cost associated to network equipment, several research studies have recently proposed novel strategies targeting the reduction of Operational Expenditures (OpEx) mainly identified with the network energy consumption. We compare two possible switching paradigms in optical networks, i.e., circuit switching (at the optical layer) and packet switching (at the electronic/IP layer). For each of them, we first provide novel network design strategies that minimize CapEx or OpEx and then we quantitatively identify and discuss under which conditions (network size, load, etc.) one paradigm is more convenient than the other from a cost and/or power consumption perspective.



CapEx/OpEx Evaluation of Circuit vs Packet Switched Optical Networks / Bianco, Andrea; Bonetto, Edoardo; Musumeci, F.; Pattavina, A.; Tornatore, M.. - STAMPA. - (2013), pp. 281-286. (Intervento presentato al  convegno 17th International Conference on Optical Networking Design and Modeling (ONDM 2013) tenutosi a Brest. France nel April 2013).





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			CapEx/OpEx Evaluation of Circuit vs Packet Switched Optical Networks

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


BIANCO, ANDREA;BONETTO, EDOARDO;Musumeci F.;Pattavina A.;Tornatore M.

	
		
		
	



			2013

			

			
				Abstract

				Future telecommunication networks will be designed to guarantee energy-efficiency and sustainability. Optical networks, given their capability to switch and transport large traffic amounts for a relatively-limited energy consumption, are expected to play an increasingly important role in the evolution towards energy efficiency. While traditional optical network design strategies are aimed at minimizing Capital Expenditures (CapEx), i.e., the cost associated to network equipment, several research studies have recently proposed novel strategies targeting the reduction of Operational Expenditures (OpEx) mainly identified with the network energy consumption. We compare two possible switching paradigms in optical networks, i.e., circuit switching (at the optical layer) and packet switching (at the electronic/IP layer). For each of them, we first provide novel network design strategies that minimize CapEx or OpEx and then we quantitatively identify and discuss under which conditions (network size, load, etc.) one paradigm is more convenient than the other from a cost and/or power consumption perspective.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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