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Alpine basins are typically characterised by an amphitheatre shape with steep rocky walls on the upper, a deposition zone of glacial debris in the middle and a channel in the lower part. All different parts are in constant evolution, and different kinds of instability phenomena can be identified: rock fall at the top rocky walls, rotational sliding of the deposit and debris flow in the channel down the valley. The different kinds of instability are somehow connected among them since the rock fall can power the rock debris that can trigger a debris flow. All different phenomena are chained in a global basin evolution also connected with seasonal climate variation that can induce different water presence and different water phase (liquid/solid). Moreover, instability phenomena seam to increase in frequencies and magnitudes in the latest decades possibly connected to climate change. This paper reports a study of the stability condition of an Alpine basin in North-West Italy by applying advance survey and modelling techniques: aerial photogrammetric survey of the rock wall, limit equilibrium methods that take ice presence into account and finally numerical analysis of the debris evolution along the slope. Parametric analyses aimed to quantify the influence of the different most important aspects have also been carried on. The application of advanced tools helped to better understand the study area failure and evolution mechanisms and to identify the main points to investigate in detail.
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				Abstract

				Alpine basins are typically characterised by an amphitheatre shape with steep rocky walls on the upper, a deposition zone of glacial debris in the middle and a channel in the lower part. All different parts are in constant evolution, and different kinds of instability phenomena can be identified: rock fall at the top rocky walls, rotational sliding of the deposit and debris flow in the channel down the valley. The different kinds of instability are somehow connected among them since the rock fall can power the rock debris that can trigger a debris flow. All different phenomena are chained in a global basin evolution also connected with seasonal climate variation that can induce different water presence and different water phase (liquid/solid). Moreover, instability phenomena seam to increase in frequencies and magnitudes in the latest decades possibly connected to climate change. This paper reports a study of the stability condition of an Alpine basin in North-West Italy by applying advance survey and modelling techniques: aerial photogrammetric survey of the rock wall, limit equilibrium methods that take ice presence into account and finally numerical analysis of the debris evolution along the slope. Parametric analyses aimed to quantify the influence of the different most important aspects have also been carried on. The application of advanced tools helped to better understand the study area failure and evolution mechanisms and to identify the main points to investigate in detail.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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