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We revisit a unique marine seismic data set collected with a densely populated ocean bottom cable (2.5 m effective channel spacing) and a prototype shear wave vibrator at the Gjøa field, offshore Norway. Whereas the survey was primarly designed for reservoir illumination, multi-modal surface waves stand out on the seismic data (both time-offset and frequency-wavenumber domains), in the frequency band between 3 and 35 Hz. As the source was operated in both in-line and cross-line direction, we identify multiple Scholte and Love waves that were subsequently used for a constrained inversion for obtaining a detailed
shear wave velocity with depth, down to 50 m. In addition, a comparison of the velocities yields an estimate on shear wave anisotropy in the shallow sub-surface, with up to 15%. The data are further used to determine attenuation, a second critical parameter affecting wave propagation and dynamic response of seabed-founded structures, which can also be important for soil characterization. Tuned forward modelling of the fundamental surface wave mode yields shear wave damping of less than 1% for the deepwater soft
soils. The attenuation coefficient increases linearly with frequency, and indicates that the damping is to a large degree viscous rather than due to hysteresis.



Multi-modal Surface Waves for Site Characterization - Results from a Unique Marine Shear Wave Experiment / J., Park; Maarten, Vanneste; Socco, Laura; C., Madshus; Guillaume, Sauvin; E., Skomedal. - (2014), pp. 1-5. (Intervento presentato al  convegno Near Surface Geoscience 2014 - First Applied Shallow Marine Geophysics Conference tenutosi a Atene nel Settembre 2014) [10.3997/2214-4609.20142134].
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				Abstract

				We revisit a unique marine seismic data set collected with a densely populated ocean bottom cable (2.5 m effective channel spacing) and a prototype shear wave vibrator at the Gjøa field, offshore Norway. Whereas the survey was primarly designed for reservoir illumination, multi-modal surface waves stand out on the seismic data (both time-offset and frequency-wavenumber domains), in the frequency band between 3 and 35 Hz. As the source was operated in both in-line and cross-line direction, we identify multiple Scholte and Love waves that were subsequently used for a constrained inversion for obtaining a detailed
shear wave velocity with depth, down to 50 m. In addition, a comparison of the velocities yields an estimate on shear wave anisotropy in the shallow sub-surface, with up to 15%. The data are further used to determine attenuation, a second critical parameter affecting wave propagation and dynamic response of seabed-founded structures, which can also be important for soil characterization. Tuned forward modelling of the fundamental surface wave mode yields shear wave damping of less than 1% for the deepwater soft
soils. The attenuation coefficient increases linearly with frequency, and indicates that the damping is to a large degree viscous rather than due to hysteresis.
			
		

	
		
		
	Scheda breve
	Scheda completa
	Scheda completa (DC)
	
	[image: SFX Query]


		
		
			
				

















































	
	
	




















	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Anno del prodotto
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			2014
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
	
	
	
		
		



























	
	
	Appare nelle tipologie
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			4.1 Contributo in Atti di convegno
		
		
		
		
	



	






			

		

	


	


	
		























		File in questo prodotto:



	
	
	
	
	
	
    
	
	
	
	
	
	
		
			
				
			
		
		
	
	
	
	
		
			Non ci sono file associati a questo prodotto.

		
		
	





	
	
	









	
		
			
			
			



















	
		
		
	
	
	
	


	Pubblicazioni consigliate


	
		
		
			
				
				
				

			
			

		
	
	




			
		
	

	
		
		
			
			
				I documenti in IRIS sono protetti da copyright e tutti i diritti sono riservati, salvo diversa indicazione.

			
		
	




	






















	

	
		
			
		    	
			      	 Informazioni
			    

			    
			    	
			        	










	
		
		
			
			Utilizza questo identificativo per citare o creare un link a questo documento: https://hdl.handle.net/11583/2589598
			
		
	
	
	

			      	

			    

			

		

	


	
	
	
		
			
			
				





















	
	 Attenzione

	
	










	
		
		
			
			
			Attenzione! I dati visualizzati non sono stati sottoposti a validazione da parte dell'ateneo

		
	
	
	



			
		
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
		
		
		
	
	
		
		
	
	
	
	
	





    


























	
		
			
				
					
						Conferma cancellazione
						
					
				

				
					
				
			

			
				Sei sicuro che questo prodotto debba essere cancellato?

			

			
				
					
						
							
							Chiudi
						
					
				
				
				
						
						
							Elimina
							
						
					
				
			

		

	




	
    
    
				





	
		
			
				
					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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