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Planar solid oxide fuel cells (SOFCs) are capable of achieving higher power density than tubular SOFC, but hermetic seals are required to prevent mixing of the fuel and oxidant, It is still a challenge to develop sealing materials that retain desirable physical properties, are chemically compatible with other fuel cell components at high temperature (e.g. 800 °C) in a wide range of oxygen partial pressure, and remain operational over thousands of hours. In most planar SOFCs stacks designs, the interconnect is sealed to the cell components. The seal between the metal interconnect and the ceramic SOFCs components presents a challenge. Design, development and implementation of reliable sealants may contribute to the destiny of SOFC electrical power-generation technology. Glass–ceramics, which can be prepared by controlled sintering and crystallization of glasses, possess superior mechanical properties and higher viscosity at the SOFC operating temperature than glasses. The application of a protective coating on the alloy surface has been proven as a practical and effective method to reduce corrosion rates and/or inhibit Cr volatilization and thus cathode poisoning. Though some coatings can be highly effective in reducing corrosion rates and reducing area specific resistance of metallic interconnects, their properties for blocking chromium diffusion are limited and need more research on advanced materials and new processing methods.
Furthermore, in the complex contest of the SOFC stack, the interconnect/sealant interface plays a key role in the stack reliability, efficiency and durability that depends also on the gas tightness provided by seals during SOFC operation for thousands of hours. It is desirable that reactions between the sealant and the coating or the metallic interconnect are limited during SOFC relevant operating conditions, otherwise spallation and detachments at the interfaces can occur and determine leakage and SOFC degradation.
Finally, different approaches are used in this work for the integration (i. e. joining) of ceramic and metallic components in solid oxide fuel cells (SOFCs) stacks, where dissimilar materials have to be joined and sealed for a reliable long-term operation. In particular, the thermo-mechanical compatibility of sealants with other stack components critically influence the reliability and the robustness of SOFCs devices.
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				Planar solid oxide fuel cells (SOFCs) are capable of achieving higher power density than tubular SOFC, but hermetic seals are required to prevent mixing of the fuel and oxidant, It is still a challenge to develop sealing materials that retain desirable physical properties, are chemically compatible with other fuel cell components at high temperature (e.g. 800 °C) in a wide range of oxygen partial pressure, and remain operational over thousands of hours. In most planar SOFCs stacks designs, the interconnect is sealed to the cell components. The seal between the metal interconnect and the ceramic SOFCs components presents a challenge. Design, development and implementation of reliable sealants may contribute to the destiny of SOFC electrical power-generation technology. Glass–ceramics, which can be prepared by controlled sintering and crystallization of glasses, possess superior mechanical properties and higher viscosity at the SOFC operating temperature than glasses. The application of a protective coating on the alloy surface has been proven as a practical and effective method to reduce corrosion rates and/or inhibit Cr volatilization and thus cathode poisoning. Though some coatings can be highly effective in reducing corrosion rates and reducing area specific resistance of metallic interconnects, their properties for blocking chromium diffusion are limited and need more research on advanced materials and new processing methods.
Furthermore, in the complex contest of the SOFC stack, the interconnect/sealant interface plays a key role in the stack reliability, efficiency and durability that depends also on the gas tightness provided by seals during SOFC operation for thousands of hours. It is desirable that reactions between the sealant and the coating or the metallic interconnect are limited during SOFC relevant operating conditions, otherwise spallation and detachments at the interfaces can occur and determine leakage and SOFC degradation.
Finally, different approaches are used in this work for the integration (i. e. joining) of ceramic and metallic components in solid oxide fuel cells (SOFCs) stacks, where dissimilar materials have to be joined and sealed for a reliable long-term operation. In particular, the thermo-mechanical compatibility of sealants with other stack components critically influence the reliability and the robustness of SOFCs devices.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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