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This paper proposes variable kinematic, mixed theories for laminated plates built via the asymptotic/axiomatic method (AAM). This method has been recently developed and successfully applied to develop refined theories for multilayered plates and shells. The AAM evaluates the accuracy of each unknown variables of a structural model. The present paper extends the AAM to mixed theories based on the Reissner Mixed Variational Theorem (RMVT). The displacement and transverse stress fields are modeled by means of the Carrera Unified Formulation (CUF), and expansions up to the fourth-order are employed. Equivalent Single Layer (ESL) and Layer Wise (LW) schemes are adopted, and closed-form Navier-type solutions are considered.
The AAM is exploited to determine the set of active terms of a refined plate model. The inactive terms are then discarded. The effectiveness of each variable is evaluated with respect to an LW, fourth-order mixed model. Reduced models are built for different thickness ratios, stacking sequences and displacement/stress variables.
The results suggest that reduced models with significantly less unknown variables than full models can be built with no accuracies penalties. Such models are problem dependent, and full models should be preferred in the case of thick, asymmetric plates.



Evaluation of mixed theories for laminated plates through the axiomatic/asymptotic method / Petrolo, Marco; Cinefra, Maria; Lamberti, Alessandro; Carrera, Erasmo. - In: COMPOSITES. PART B, ENGINEERING. - ISSN 1359-8368. - STAMPA. - 76:(2015), pp. 260-272. [10.1016/j.compositesb.2015.02.027]





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Evaluation of mixed theories for laminated plates through the axiomatic/asymptotic method

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


PETROLO, MARCO;CINEFRA, MARIA;LAMBERTI, ALESSANDRO;CARRERA, Erasmo



			2015

			

			
				Abstract

				This paper proposes variable kinematic, mixed theories for laminated plates built via the asymptotic/axiomatic method (AAM). This method has been recently developed and successfully applied to develop refined theories for multilayered plates and shells. The AAM evaluates the accuracy of each unknown variables of a structural model. The present paper extends the AAM to mixed theories based on the Reissner Mixed Variational Theorem (RMVT). The displacement and transverse stress fields are modeled by means of the Carrera Unified Formulation (CUF), and expansions up to the fourth-order are employed. Equivalent Single Layer (ESL) and Layer Wise (LW) schemes are adopted, and closed-form Navier-type solutions are considered.
The AAM is exploited to determine the set of active terms of a refined plate model. The inactive terms are then discarded. The effectiveness of each variable is evaluated with respect to an LW, fourth-order mixed model. Reduced models are built for different thickness ratios, stacking sequences and displacement/stress variables.
The results suggest that reduced models with significantly less unknown variables than full models can be built with no accuracies penalties. Such models are problem dependent, and full models should be preferred in the case of thick, asymmetric plates.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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