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The increase in transportation in large cities makes it necessary to construct of twin tunnels at shallow depths. Thus, the prediction of the influence of a new tunnel construction on an already existing one plays a key role in the optimal design and construction of close parallel shield tunnels in order to avoid any damage to the existing tunnel during and after excavation of the new tunnel.

Most of the reported cases in the literature on parallel mechanized excavation of twin tunnels have focused on the effects of the ground condition, tunnel size, tunnel depth, surface loads, and relative position between the two tunnels on tunnel behaviour. The numerical investigation performed in this study, using the FLAC3D finite difference element programme, has made it possible to include the influence of the construction process between the two tunnels. The structural forces induced in both tunnels and the development of the displacement field in the surrounding ground have been highlighted.

The results of the numerical analysis have indicated a great impact of a new tunnel construction on an existing tunnel. The influence of the lagged distance between the two tunnels faces has also been highlighted. Generally, the simultaneous excavation of twin tunnels causes smaller structural forces and lining displacements than those induced in the case of twin tunnels excavated at a large lagged distance. However, the simultaneous excavation of twin tunnels could result in a higher settlement above the two tunnels.



Three-dimensional numerical simulation of a mechanized twin tunnels in soft ground / Do, N. A.; Dias, D.; Oreste, Pierpaolo; Djeran Maigre, I.. - In: TUNNELLING AND UNDERGROUND SPACE TECHNOLOGY. - ISSN 0886-7798. - STAMPA. - 42:(2014), pp. 40-51. [10.1016/j.tust.2014.02.001]
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				Abstract

				The increase in transportation in large cities makes it necessary to construct of twin tunnels at shallow depths. Thus, the prediction of the influence of a new tunnel construction on an already existing one plays a key role in the optimal design and construction of close parallel shield tunnels in order to avoid any damage to the existing tunnel during and after excavation of the new tunnel.

Most of the reported cases in the literature on parallel mechanized excavation of twin tunnels have focused on the effects of the ground condition, tunnel size, tunnel depth, surface loads, and relative position between the two tunnels on tunnel behaviour. The numerical investigation performed in this study, using the FLAC3D finite difference element programme, has made it possible to include the influence of the construction process between the two tunnels. The structural forces induced in both tunnels and the development of the displacement field in the surrounding ground have been highlighted.

The results of the numerical analysis have indicated a great impact of a new tunnel construction on an existing tunnel. The influence of the lagged distance between the two tunnels faces has also been highlighted. Generally, the simultaneous excavation of twin tunnels causes smaller structural forces and lining displacements than those induced in the case of twin tunnels excavated at a large lagged distance. However, the simultaneous excavation of twin tunnels could result in a higher settlement above the two tunnels.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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