[Article] Electrochemical and impedance characterization of Microbial Fuel Cells based on 2D and 3D anodic electrodes working with seawater microorganisms under continuous operation

Original Citation:
Hidalgo, Diana; Sacco, Adriano; Hernández, Simelys; Tommasi, Tonia (2015). Electrochemical and impedance characterization of Microbial Fuel Cells based on 2D and 3D anodic electrodes working with seawater microorganisms under continuous operation. In: BIORESOURCE TECHNOLOGY, vol. 195, pp. 139-146. - ISSN 0960-8524

Availability:
This version is available at: http://porto.polito.it/2616149/ since: September 2015

Publisher:
ELSEVIER

Published version:
DOI:10.1016/j.biortech.2015.06.127

Terms of use:
This article is made available under terms and conditions applicable to Open Access Policy Article ("CC0 1.0 Universal") , as described at http://porto.polito.it/terms_and_conditions.html

Porto, the institutional repository of the Politecnico di Torino, is provided by the University Library and the IT-Services. The aim is to enable open access to all the world. Please share with us how this access benefits you. Your story matters.

(Article begins on next page)
Electrochemical and Impedance characterization of Microbial Fuel Cells based on 2D and 3D anodic electrodes working with seawater microorganisms under continuous operation

D. Hidalgo a, b, A. Sacco a, S. Hernández a, b, T. Tommasi a, *

a Center for Space Human Robotics @Polito, Istituto Italiano di Tecnologia, Corso Trento 21, 10129 Torino, Italy
b Applied Science and Technology Department, Politecnico di Torino, Corso Duca degli Abruzzi 24, 10129 Torino, Italy

*Corresponding author:
e-mail: tonia.tommasi@iit.it, Tel. : +390110903414; Fax :+390110903401

SUPPORTING INFORMATION
Figure S1: Set-up of the Microbial fuel cells used for the experiments.

Figure S2: Photographs of both carbon felt (a) and Berl saddles (b) anodes at the end of the experiments.