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The study concerns part of the plain sector of Aosta Valley (NW Italy). The investigated area is located between the cities of Sarre-Gressan and Pollein-Saint Christophe and is characterized by the presence of hexavalent chromium in the main shallow unconfined aquifer. The pollution is probably related to the negative environmental effects induced by the industrial steel production that since 1915 is present over the area. Since 1990 the industrial area was subjected to a number of direct investigations aimed to assess the contamination intensity. A preliminary remediation activity has been developed in last decades but the contaminants have been still observed in the groundwater monitoring network. This study highlights the set-up of a groundwater conceptual and numerical model of the shallow aquifer aimed to better understand and analyze the transport dynamics of hexavalent chromium in the local aquifer. The simulation is performed using the specific finite element software Feflow for groundwater flow and mass transport modeling. The hydrogeological setting of this area is related to the different sedimentary glacial, lacustrine and fluvial processes which characterized the bottom of the Aosta valley during the Quaternary. The shallow 80m-width aquifer is constituted by sandy to gravelly deposits and presents rare silty lens while its bottom is characterized by a decametric lacustrine silty level. The main aims of the numerical model are to give a more unequivocal explanation of the origin of the contamination and to support the predictive analyses in order to design an efficient site remediation for soil and groundwater. This represents a fundamental task in order to preserve the safety of the public water uses supplied by the aquifer. The preliminary hypothesis about the source of contaminations are still uncertain and referred to different scenarios that have to be further investigated by comparing monitoring data and transient flow simulation conditions.
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			2016

			

			
				Abstract

				The study concerns part of the plain sector of Aosta Valley (NW Italy). The investigated area is located between the cities of Sarre-Gressan and Pollein-Saint Christophe and is characterized by the presence of hexavalent chromium in the main shallow unconfined aquifer. The pollution is probably related to the negative environmental effects induced by the industrial steel production that since 1915 is present over the area. Since 1990 the industrial area was subjected to a number of direct investigations aimed to assess the contamination intensity. A preliminary remediation activity has been developed in last decades but the contaminants have been still observed in the groundwater monitoring network. This study highlights the set-up of a groundwater conceptual and numerical model of the shallow aquifer aimed to better understand and analyze the transport dynamics of hexavalent chromium in the local aquifer. The simulation is performed using the specific finite element software Feflow for groundwater flow and mass transport modeling. The hydrogeological setting of this area is related to the different sedimentary glacial, lacustrine and fluvial processes which characterized the bottom of the Aosta valley during the Quaternary. The shallow 80m-width aquifer is constituted by sandy to gravelly deposits and presents rare silty lens while its bottom is characterized by a decametric lacustrine silty level. The main aims of the numerical model are to give a more unequivocal explanation of the origin of the contamination and to support the predictive analyses in order to design an efficient site remediation for soil and groundwater. This represents a fundamental task in order to preserve the safety of the public water uses supplied by the aquifer. The preliminary hypothesis about the source of contaminations are still uncertain and referred to different scenarios that have to be further investigated by comparing monitoring data and transient flow simulation conditions.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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