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Vacuum Insulation Panels (VIPs) are characterised by very low thermal conductivity, compared to traditional insulating materials. For this reason, they represent a promising solution to improve the thermal behaviour of buildings, especially in the case of energy retrofitting (where a higher performance and less thickness is desirable). VIPs are insulating components in which a core material is surrounded by an air tight envelope which allows a high degree of internal vacuum to be maintained. Such features, on the one hand, allow excellent thermal insulation properties to be achieved, but, on the other, require the manufacturing of prefabricated panels of fixed shape/size. This means that the use of these super insulating materials in the building envelope involves the problem of joining the panels to each other and of fixing them onto additional supporting elements.

As a result, purposely studied supporting structures or systems are required. However, these structures and systems cause thermal bridging effects. The overall energy performance of the resulting insulation package can therefore be affected to a great extent by these additional elements, and can become significantly lower than that of the VIP panel alone.

In order to verify the incidence of thermal bridges on the overall energy performance of an insulation system that makes use of VIP panels, an experimental campaign has been carried out using a heat flux metre apparatus and analysing different joint materials/typologies. First, a measurement method was proposed, tested and verified on the basis of data from the available literature. A series of measurements on different samples was then performed. The experimental results were then used to calibrate and verify a numerical model that allows the performance of various “VIP packages” to be predicted and the performance of the overall package to be optimised.



Experimental and numerical investigation of thermal bridging effects of jointed Vacuum Insulation Panels / Lorenzati, Alice; Fantucci, Stefano; Capozzoli, Alfonso; Perino, Marco. - In: ENERGY AND BUILDINGS. - ISSN 0378-7788. - STAMPA. - 111:(2016), pp. 164-175. [10.1016/j.enbuild.2015.11.026]
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				Abstract

				Vacuum Insulation Panels (VIPs) are characterised by very low thermal conductivity, compared to traditional insulating materials. For this reason, they represent a promising solution to improve the thermal behaviour of buildings, especially in the case of energy retrofitting (where a higher performance and less thickness is desirable). VIPs are insulating components in which a core material is surrounded by an air tight envelope which allows a high degree of internal vacuum to be maintained. Such features, on the one hand, allow excellent thermal insulation properties to be achieved, but, on the other, require the manufacturing of prefabricated panels of fixed shape/size. This means that the use of these super insulating materials in the building envelope involves the problem of joining the panels to each other and of fixing them onto additional supporting elements.

As a result, purposely studied supporting structures or systems are required. However, these structures and systems cause thermal bridging effects. The overall energy performance of the resulting insulation package can therefore be affected to a great extent by these additional elements, and can become significantly lower than that of the VIP panel alone.

In order to verify the incidence of thermal bridges on the overall energy performance of an insulation system that makes use of VIP panels, an experimental campaign has been carried out using a heat flux metre apparatus and analysing different joint materials/typologies. First, a measurement method was proposed, tested and verified on the basis of data from the available literature. A series of measurements on different samples was then performed. The experimental results were then used to calibrate and verify a numerical model that allows the performance of various “VIP packages” to be predicted and the performance of the overall package to be optimised.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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