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In recent years, thanks to the increase of the know-how on machine-learning techniques and the advance of the computational capabilities of on-board processing, algorithms involving artificial intelligence (i.e. neural networks and fuzzy logics) have began to spread even in the space applications. Nowadays, thanks to these reasons, the implementation of such techniques is becoming realizable even on smaller platforms, such as CubeSats.
The paper presents an algorithm for the fault detection and for the fault-tolerant attitude control of a 3U CubeSat, developed in MathWorks Matlab & Simulink environment.
This algorithm involves fuzzy logic and multi-layer feed-forward online-trained neural network (percep- tron).
It is utilized in a simulation of a CubeSat satellite placed in LEO, considering as available attitude con- trol actuators three magnetic torquers and one reaction wheel. In particular, fuzzy logics are used for the fault detection and isolation, while the neural network is employed for adapting the control to the perturbation introduced by the fault. The simulation is performed considering the attitude of the satellite known without measurement error.
In addition, the paper presents the system, simulator and algorithm architecture, with a particular focus on the design of fuzzy logics (connection and implication operators, rules and input/output qualificators) and the neural network architecture (number of layers, neurons per layer), threshold and activation func- tions, offline and online training algorithm and its data management.
With respect to the offline training, a model predictive controller has been adopted as supervisor. In con- clusion the paper presents the control torques, state variables and fuzzy output evolution, in the different faulty configurations.
Results show that the implementation of the fuzzy logics joined with neural networks provide good ro- bustness, stability and adaptibility of the system, allowing to satisfy specified performance requirements even in the event of a malfunctioning of a system actuator.



Autonomous Neuro-Fuzzy Solution for Fault Detection and Attitude Control of a 3U Cubesat / Feruglio, Lorenzo; Franchi, Loris; Mozzillo, Raffaele; Corpino, Sabrina; Stesina, Fabrizio. - ELETTRONICO. - (2015). (Intervento presentato al  convegno 66th IAC International Astronautical Congress tenutosi a Jerusalem (Israel) nel 12-16 October 2015).
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				Abstract

				In recent years, thanks to the increase of the know-how on machine-learning techniques and the advance of the computational capabilities of on-board processing, algorithms involving artificial intelligence (i.e. neural networks and fuzzy logics) have began to spread even in the space applications. Nowadays, thanks to these reasons, the implementation of such techniques is becoming realizable even on smaller platforms, such as CubeSats.
The paper presents an algorithm for the fault detection and for the fault-tolerant attitude control of a 3U CubeSat, developed in MathWorks Matlab & Simulink environment.
This algorithm involves fuzzy logic and multi-layer feed-forward online-trained neural network (percep- tron).
It is utilized in a simulation of a CubeSat satellite placed in LEO, considering as available attitude con- trol actuators three magnetic torquers and one reaction wheel. In particular, fuzzy logics are used for the fault detection and isolation, while the neural network is employed for adapting the control to the perturbation introduced by the fault. The simulation is performed considering the attitude of the satellite known without measurement error.
In addition, the paper presents the system, simulator and algorithm architecture, with a particular focus on the design of fuzzy logics (connection and implication operators, rules and input/output qualificators) and the neural network architecture (number of layers, neurons per layer), threshold and activation func- tions, offline and online training algorithm and its data management.
With respect to the offline training, a model predictive controller has been adopted as supervisor. In con- clusion the paper presents the control torques, state variables and fuzzy output evolution, in the different faulty configurations.
Results show that the implementation of the fuzzy logics joined with neural networks provide good ro- bustness, stability and adaptibility of the system, allowing to satisfy specified performance requirements even in the event of a malfunctioning of a system actuator.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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