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Electrostatically controlled graphene P-N junctions are devices built on a single layer graphene sheet that can be turned-ON/OFF via external potential difference. Their electrical behavior resembles a CMOS transmission gate with an embedded XNOR Boolean functionality. Recent works presented an efficient design style, the Pass-XNOR logic (PXL), which allows the implementation of adiabatic logic circuits with ultra low-power features. In this work we introduce Gemini, a one-pass logic synthesis methodology for PXL circuits. It consists of a dedicated XNOR-expansion algorithmthat combines logic optimization and technology mapping in a single step carried out through a common data structure, the Pass Diagram. Experimental results demonstrate (i) the superior of PXL circuits in terms of area and performance w.r.t. graphene circuits based on P-N junctions obtained using a CMOS-like synthesis/mapping methodology, and (ii) the power consumption in PXL circuits is governed by the adiabatic-charging principle which guarantees large power/energy savings w.r.t. non-adiabatic counterparts.



One-pass logic synthesis for graphene-based Pass-XNOR logic circuits / Tenace, Valerio; Calimera, Andrea; Macii, Enrico; Poncino, Massimo. - ELETTRONICO. - (2015), pp. 1-6. (Intervento presentato al  convegno 52nd ACM/EDAC/IEEE Design Automation Conference, DAC 2015 tenutosi a usa nel 2015) [10.1145/2744769.2744880].
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				Abstract

				Electrostatically controlled graphene P-N junctions are devices built on a single layer graphene sheet that can be turned-ON/OFF via external potential difference. Their electrical behavior resembles a CMOS transmission gate with an embedded XNOR Boolean functionality. Recent works presented an efficient design style, the Pass-XNOR logic (PXL), which allows the implementation of adiabatic logic circuits with ultra low-power features. In this work we introduce Gemini, a one-pass logic synthesis methodology for PXL circuits. It consists of a dedicated XNOR-expansion algorithmthat combines logic optimization and technology mapping in a single step carried out through a common data structure, the Pass Diagram. Experimental results demonstrate (i) the superior of PXL circuits in terms of area and performance w.r.t. graphene circuits based on P-N junctions obtained using a CMOS-like synthesis/mapping methodology, and (ii) the power consumption in PXL circuits is governed by the adiabatic-charging principle which guarantees large power/energy savings w.r.t. non-adiabatic counterparts.
			
		

	
		
		
	Scheda breve
	Scheda completa
	Scheda completa (DC)
	
	[image: SFX Query]


		
		
			
				

















































	
	
	




















	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Anno del prodotto
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			2015
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
	
	
	
		
		



























	
	
	Appare nelle tipologie
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			4.1 Contributo in Atti di convegno
		
		
		
		
	



	






			

		

	


	


	
		























		File in questo prodotto:



	
	
	
	
	
	
    
	
	
	
	
	
	
		
			
				
			
		
		
	
	
	
	
		
			Non ci sono file associati a questo prodotto.

		
		
	





	
	
	









	
		
			
			
			



















	
		
		
	
	
	
	


	Pubblicazioni consigliate


	
		
		
			
				
				
				

			
			

		
	
	




			
		
	

	
		
		
			
			
				I documenti in IRIS sono protetti da copyright e tutti i diritti sono riservati, salvo diversa indicazione.

			
		
	




	






















	

	
		
			
		    	
			      	 Informazioni
			    

			    
			    	
			        	










	
		
		
			
			Utilizza questo identificativo per citare o creare un link a questo documento: https://hdl.handle.net/11583/2629470
			
		
	
	
	

			      	

			    

			

		

	


	
	
	
		
			
			
				





















	
	 Attenzione

	
	










	
		
		
			
			
			Attenzione! I dati visualizzati non sono stati sottoposti a validazione da parte dell'ateneo

		
	
	
	



			
		
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
		
		
		
	
	
		
		
	
	
	
	
	





    


























	
		
			
				
					
						Conferma cancellazione
						
					
				

				
					
				
			

			
				Sei sicuro che questo prodotto debba essere cancellato?

			

			
				
					
						
							
							Chiudi
						
					
				
				
				
						
						
							Elimina
							
						
					
				
			

		

	




	
    
    
				





	
		
			
				
					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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