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The paper presents an extensive analysis of the influence on the suction capacity of the main geometric parameters of gerotor lubricating pumps. The study was carried out using a
CFD model developed with the commercial software PumpLinx®. The model of a reference gerotor unit was validated experimentally in terms of delivered flow rate in different operating conditions, in open and closed circuit configuration. In the former case different geometries of the inlet pipe were tested. In the latter the influence of the suction
pressure at constant speed was analysed. After the model validation, several geometric features were changed to assess their influence on the volumetric efficiency in conditions of
incomplete filling, such as the thickness and the diameter of the gears, the position of the inlet pipe with respect to the rotors (radial, axial and tangential), the shape of the port plate.



CFD ANALYSIS OF GEROTOR LUBRICATING PUMPS AT HIGH SPEED: GEOMETRIC FEATURES INFLUENCING THE FILLING CAPABILITY / Altare, Giorgio; Rundo, Massimo. - ELETTRONICO. - (2015). (Intervento presentato al  convegno ASME/BATH 2015 Symposium on Fluid Power and Motion Control tenutosi a Chicago nel 12-14 ottobre 2015) [10.1115/FPMC2015-9539].
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				Abstract

				The paper presents an extensive analysis of the influence on the suction capacity of the main geometric parameters of gerotor lubricating pumps. The study was carried out using a
CFD model developed with the commercial software PumpLinx®. The model of a reference gerotor unit was validated experimentally in terms of delivered flow rate in different operating conditions, in open and closed circuit configuration. In the former case different geometries of the inlet pipe were tested. In the latter the influence of the suction
pressure at constant speed was analysed. After the model validation, several geometric features were changed to assess their influence on the volumetric efficiency in conditions of
incomplete filling, such as the thickness and the diameter of the gears, the position of the inlet pipe with respect to the rotors (radial, axial and tangential), the shape of the port plate.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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