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According to the recast of the Energy Performance of Buildings Directive and its target for the large-scale increase of nearly-zero energy buildings, nowadays a challenging task is the definition of standard high performing building types depending on location and specific climate conditions. The widespread replicability of nZEB types on the current real estate market could implement nZEB design scenarios attractive and affordable for construction companies and private investors. In particular, this research focuses on the definition of replicable HVAC system configurations with different features and efficiencies starting from a reference building located in a Mediterranean country. The configurations were applied to CorTau House, an nZEB under construction in Piedmont Region, a typical situation of European Mediterranean country where both winter and summer loads, together with humidity, have to be carefully controlled. Building envelope and HVAC system design were matched in order to optimize energy performance and indoor thermal comfort. The HVAC configurations, able to meet nZEB targets and to ensure optimal indoor comfort conditions, were combined with a performing building envelope, made of local construction materials, in order to assess which of them is more energy effective and economically viable. Cost-optimal types were identified and prospective replicability on building market was speculated. Finally, differences between private investor's and company construction's perspectives were discussed.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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