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ATEX (explosive atmosphere) risk assessment is required when any equipment or system potentially causes explosive atmospheres. Despite many operations on plant and equipment containing dangerous substances are performed by operators, influences of human and organizational factor (HOF) are mostly neglected. This research work, according to the overview of the general risk assessment and human factor integration techniques, focuses on the HOF influence on a specific application domain: the ATEX (explosive atmosphere) risk assessment domain. The integrated ATEX risk assessment methodology with HOF is proposed. The ATEX-HOF methodology provides a quantitative risk analysis approach with taking into account of HOF. Inside each phase, clearly assessment goals are identified which are enable to conduct the ATEX risk assessment with simplified ‘step-by-step’. An event tree based probabilistic assessment has been introduced, which is taking into account both the technical barrier failure (Prtbf) and the human intervention (e.g. operational failure, and/or operational barrier failure) in terms of Human Error Probability (HEP). Hence, the ATEX-HOF risk assessment becomes more complete than the traditional approach.
Two on-site applications shown how taking into account HOFs is particular important in companies where the safety culture is lower and consequently the usual hypothesis of the correctness of operator intervention (in maintenance, normal operations, and emergency) could bring to not conservative results. The applied operational (HOF) barriers explicated in the analysis can be used to support for defining a more detailed set of operational procedures, which is able to maintain the risk level evaluated.
In addition, since several accident investigations have found that 80% correspond to human error, in nowadays, the change in safety has focused on developing good safety cultures that positively influence human behaviour at work to reduce errors and violations. HOF as the major consideration within the safety culture plays an important role in the Safety Management System (SMS). Safety culture is not a difficult idea, but it is generally considered as “trust”, “values” and “attitudes”, which is difficult to clarify the meaning in practise. The Event tree based probabilistic assessment method has been introduced to quantify the HOF influence. This research, hence, can be concerned as an attempt to handle safety cultures in practice via the integration of the risk assessment.
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				Abstract

				ATEX (explosive atmosphere) risk assessment is required when any equipment or system potentially causes explosive atmospheres. Despite many operations on plant and equipment containing dangerous substances are performed by operators, influences of human and organizational factor (HOF) are mostly neglected. This research work, according to the overview of the general risk assessment and human factor integration techniques, focuses on the HOF influence on a specific application domain: the ATEX (explosive atmosphere) risk assessment domain. The integrated ATEX risk assessment methodology with HOF is proposed. The ATEX-HOF methodology provides a quantitative risk analysis approach with taking into account of HOF. Inside each phase, clearly assessment goals are identified which are enable to conduct the ATEX risk assessment with simplified ‘step-by-step’. An event tree based probabilistic assessment has been introduced, which is taking into account both the technical barrier failure (Prtbf) and the human intervention (e.g. operational failure, and/or operational barrier failure) in terms of Human Error Probability (HEP). Hence, the ATEX-HOF risk assessment becomes more complete than the traditional approach.
Two on-site applications shown how taking into account HOFs is particular important in companies where the safety culture is lower and consequently the usual hypothesis of the correctness of operator intervention (in maintenance, normal operations, and emergency) could bring to not conservative results. The applied operational (HOF) barriers explicated in the analysis can be used to support for defining a more detailed set of operational procedures, which is able to maintain the risk level evaluated.
In addition, since several accident investigations have found that 80% correspond to human error, in nowadays, the change in safety has focused on developing good safety cultures that positively influence human behaviour at work to reduce errors and violations. HOF as the major consideration within the safety culture plays an important role in the Safety Management System (SMS). Safety culture is not a difficult idea, but it is generally considered as “trust”, “values” and “attitudes”, which is difficult to clarify the meaning in practise. The Event tree based probabilistic assessment method has been introduced to quantify the HOF influence. This research, hence, can be concerned as an attempt to handle safety cultures in practice via the integration of the risk assessment.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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