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This chapter presents the detection and conditioning of surface electromyographic (EMG) signals. More advanced techniques are now widely used in research laboratories and are being adopted in clinical settings. Such techniques are based on multichannel detection by means of one dimensional (1-D) or two dimensional (2-D) electrode arrays. The chapter describes the electrode-skin interface and the front-end amplifier stage. The impedance between two electrodes is the sum of two electrode-skin impedances plus the interposed tissue impedance. Conventional electrodes, either wet or dry, behave like transducers converting ionic current (in tissue and gel) into flow of electrons in the metal. These electrical sensors require a careful skin preparation to reduce the impedance and noise associated to this interface. The biomedical sector offers small-sized, high-cost application-specific integrated circuits (ASIC) devices for biopotential measurements. Applications are expected to range from physiopathological investigations, to rehabilitation games, biofeedback applications, and sport training.
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				Abstract

				This chapter presents the detection and conditioning of surface electromyographic (EMG) signals. More advanced techniques are now widely used in research laboratories and are being adopted in clinical settings. Such techniques are based on multichannel detection by means of one dimensional (1-D) or two dimensional (2-D) electrode arrays. The chapter describes the electrode-skin interface and the front-end amplifier stage. The impedance between two electrodes is the sum of two electrode-skin impedances plus the interposed tissue impedance. Conventional electrodes, either wet or dry, behave like transducers converting ionic current (in tissue and gel) into flow of electrons in the metal. These electrical sensors require a careful skin preparation to reduce the impedance and noise associated to this interface. The biomedical sector offers small-sized, high-cost application-specific integrated circuits (ASIC) devices for biopotential measurements. Applications are expected to range from physiopathological investigations, to rehabilitation games, biofeedback applications, and sport training.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	[image: Logo CINECA]
	
 Copyright © 2024 

