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NanoMagnet logic (NML) is among the emerging technologies that might replace CMOS in the next decades. According to its physical characteristics, to better exploit the potential of this technology-and of other similar ones--the use of parallel architectures with regular layout that avoid long interconnection signals is advised. Systolic arrays (SAs) are among these architectures, being composed of a grid of equal processing elements that are locally interconnected. However, they are usually implemented to execute only a small set of algorithms, and for this reason, throughout the years, they have not been an appealing solution for CMOS. To seriously analyze the potentials of NML, complex architectures must be conceived, and their physical implementation explored considering realistic technological constraints. With the increasing complexity of NML circuits, two issues, then, are noticed: 1) the need for a regular structure arises, that at the same time helps to reduce the intrinsic pipelining nature of NML and can be configured to be used for several applications without developing a dedicated design for each algorithm and 2) the capability to synthesize, place and route NML circuits is fundamental to demonstrate the feasibility of the architecture in two important conditions: efficiently managing the complexity of the design and sticking to the characteristics that are technologically feasible at the time of writing. In this paper, we address these issues presenting a new reconfigurable SA that can be programmed to execute different algorithms, and we provide two examples to show its working principle. Moreover, the array is synthesized and simulated with the aid of the first real tool for nanotechnology circuits that we have conceived, Torino Politecnico Nanotechnology tool. The joint contribution at both the architectural and physical design levels gives a relevant step forward to the state of the art in the demonstration of this emerging technology potential.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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