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Several location-aware applications rely on the position estimated by means of Global Navigation Satellite Systems (GNSS), which are known to estimate an accurate position in an open environment. However, the quality of the estimated position is degraded in harsh environments in terms of accuracy and reliability. Liability-critical services, such as location-based charging, transportation, and road tolling, are threatened by the use of an unreliable position of the user, and the level of trust in the estimated position has to be considered to avoid a failure of the full service chain. Such an issue is faced by means of integrity monitoring methods in the field of GNSS. However, when dealing with harsh environments, integrity monitoring techniques designed for aeronautical applications would lead to very conservative results and to the rejection of all the positions obtained. Such conservative approach is based on the theoretical error models for the estimation of the pseudorange standard deviation in open sky. The purpose of this work is to propose an innovative method for estimating the pseudorange standard deviation extrapolating it from measurements of observable data, to assess the confidence level in the obtained positions in relation to the real environment surrounding the user. While measuring the pseudorange standard deviation taking into account environment conditions and receiver accuracy, the user is able to achieve better estimation of the user equivalent range error (UERE). Estimating the UERE from raw pseudorange measurements with the proposed run-time method and its subsequent use in the computation of protection levels using the receiver autonomous integrity monitoring (RAIM) algorithm shows significant improvement in navigation system availability by deriving tight protection levels.
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				Several location-aware applications rely on the position estimated by means of Global Navigation Satellite Systems (GNSS), which are known to estimate an accurate position in an open environment. However, the quality of the estimated position is degraded in harsh environments in terms of accuracy and reliability. Liability-critical services, such as location-based charging, transportation, and road tolling, are threatened by the use of an unreliable position of the user, and the level of trust in the estimated position has to be considered to avoid a failure of the full service chain. Such an issue is faced by means of integrity monitoring methods in the field of GNSS. However, when dealing with harsh environments, integrity monitoring techniques designed for aeronautical applications would lead to very conservative results and to the rejection of all the positions obtained. Such conservative approach is based on the theoretical error models for the estimation of the pseudorange standard deviation in open sky. The purpose of this work is to propose an innovative method for estimating the pseudorange standard deviation extrapolating it from measurements of observable data, to assess the confidence level in the obtained positions in relation to the real environment surrounding the user. While measuring the pseudorange standard deviation taking into account environment conditions and receiver accuracy, the user is able to achieve better estimation of the user equivalent range error (UERE). Estimating the UERE from raw pseudorange measurements with the proposed run-time method and its subsequent use in the computation of protection levels using the receiver autonomous integrity monitoring (RAIM) algorithm shows significant improvement in navigation system availability by deriving tight protection levels.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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