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The aim of this paper is to present self-sensing Active Magnetic Dampers (AMDs) for the vibration control of rotating machines and evaluate their performance and advantages with respect to standard sensed solutions. The technique is implemented on a rotor reproducing the typical dynamic behaviour of an aero-engine gas turbine shaft. The proposed technique is based on a Luenberger observer that estimates the mechanical states of the system. The observed states are fed back in closed-loop to introduce damping into the system and to reduce the vibrations during critical speed crossing. The rotordynamic and electromechanical modeling is illustrated taking into account the anisotropy of rotor elastic supports. The control design is described along with a sensitivity analysis on the most critical model parameters and a study of electromagnet nonlinear effects on the closed loop behaviour. The importance of the inherent collocation in the self-sensing configuration during control design is discussed analysing modal shapes and sensor/actuator transfer functions.
A phase of experimental identification of actuator parameters is performed on the open-loop system response to improve the reliability of the model. The effectiveness of the proposed method is evaluated experimentally by measuring unbalance response in open and closed-loop configuration showing a reduction of displacement during critical speed crossing from 0.35 mm to 0.04 mm. Furthermore, a classical AMD realized with the use of position sensors is implemented on the same rotor. The results obtained with sensed and self-sensing controls are compared to show the good quality of the damping performance reached with the proposed self-sensing technique.
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				The aim of this paper is to present self-sensing Active Magnetic Dampers (AMDs) for the vibration control of rotating machines and evaluate their performance and advantages with respect to standard sensed solutions. The technique is implemented on a rotor reproducing the typical dynamic behaviour of an aero-engine gas turbine shaft. The proposed technique is based on a Luenberger observer that estimates the mechanical states of the system. The observed states are fed back in closed-loop to introduce damping into the system and to reduce the vibrations during critical speed crossing. The rotordynamic and electromechanical modeling is illustrated taking into account the anisotropy of rotor elastic supports. The control design is described along with a sensitivity analysis on the most critical model parameters and a study of electromagnet nonlinear effects on the closed loop behaviour. The importance of the inherent collocation in the self-sensing configuration during control design is discussed analysing modal shapes and sensor/actuator transfer functions.
A phase of experimental identification of actuator parameters is performed on the open-loop system response to improve the reliability of the model. The effectiveness of the proposed method is evaluated experimentally by measuring unbalance response in open and closed-loop configuration showing a reduction of displacement during critical speed crossing from 0.35 mm to 0.04 mm. Furthermore, a classical AMD realized with the use of position sensors is implemented on the same rotor. The results obtained with sensed and self-sensing controls are compared to show the good quality of the damping performance reached with the proposed self-sensing technique.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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