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Adaptive streaming over HTTP is largely used to deliver live and on-demand video. It works by adjusting video quality according to network conditions. While QoE for different streaming services has been studied, it is still unclear how access line capacity impacts QoE of broadband users in video sessions. We make a first step to answer this question by characterizing parameters influencing QoE, such as frequency of video adaptations. We take a passive point of view, and analyze a dataset summarizing video sessions of a large population for one year. We first split customers based on their estimated access line capacity. Then, we quantify how the latter affects QoE metrics by parsing HTTP requests of Microsoft Smooth Streaming (MSS) services. For selected services, we observe that at least 3~Mbps of downstream capacity is needed to let the player select the best bitrate, while at least 6~Mbps are required to minimize delays to retrieve initial fragments. Surprisingly, customers with faster access lines obtain limited benefits, hinting to restrictions on the design of services.



Impact of Access Line Capacity on Adaptive Video Streaming Quality - A Passive Perspective / Trevisan, Martino; Drago, Idilio; Mellia, Marco. - STAMPA. - (2016), pp. 7-12. (Intervento presentato al  convegno Internet-QoE '16 - ACM SIGCOMM Workshop on QoE-based Analysis and Management of Data Communication Networks tenutosi a Florianopolis, Brasil nel August 2016) [10.1145/2940136.2940139].
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				Abstract

				Adaptive streaming over HTTP is largely used to deliver live and on-demand video. It works by adjusting video quality according to network conditions. While QoE for different streaming services has been studied, it is still unclear how access line capacity impacts QoE of broadband users in video sessions. We make a first step to answer this question by characterizing parameters influencing QoE, such as frequency of video adaptations. We take a passive point of view, and analyze a dataset summarizing video sessions of a large population for one year. We first split customers based on their estimated access line capacity. Then, we quantify how the latter affects QoE metrics by parsing HTTP requests of Microsoft Smooth Streaming (MSS) services. For selected services, we observe that at least 3~Mbps of downstream capacity is needed to let the player select the best bitrate, while at least 6~Mbps are required to minimize delays to retrieve initial fragments. Surprisingly, customers with faster access lines obtain limited benefits, hinting to restrictions on the design of services.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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