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The paper analyses a reinforcement intervention conceived by one of the authors (C. Bertolini) and performed on the historical timber roof structure of the Valentino Castle in Torino (Italy) some thirty years ago. The timber roof of the towers, dating back to 17th century, is a three-dimensional frame structure with a height of about 12 m. In the transversal direction four main great trusses are present, and two small trusses are placed close to the transversal masonry walls. The pitch is strongly inclined. A ridge connects the structure in the longitudinal direction of the timber roof, in addition to five series of purlins and three orders of overlaid frames with stiffening functions. This structural complex is firmly secured to the covering planks that support the tiles of black stone. The intervention was carried out with timber elements anchored to the ancient masonry walls, in order to improve their seismic behaviour. This intervention proved to be particularly innovative, since at that time the regional area where the castle is located was not yet considered a seismic area by the national standards. Laser scanning surveying, non-destructive investigations and numerical simulations are adopted in the present study, in order to assess the efficiency of the intervention and the present condition of the joints.
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				Abstract

				The paper analyses a reinforcement intervention conceived by one of the authors (C. Bertolini) and performed on the historical timber roof structure of the Valentino Castle in Torino (Italy) some thirty years ago. The timber roof of the towers, dating back to 17th century, is a three-dimensional frame structure with a height of about 12 m. In the transversal direction four main great trusses are present, and two small trusses are placed close to the transversal masonry walls. The pitch is strongly inclined. A ridge connects the structure in the longitudinal direction of the timber roof, in addition to five series of purlins and three orders of overlaid frames with stiffening functions. This structural complex is firmly secured to the covering planks that support the tiles of black stone. The intervention was carried out with timber elements anchored to the ancient masonry walls, in order to improve their seismic behaviour. This intervention proved to be particularly innovative, since at that time the regional area where the castle is located was not yet considered a seismic area by the national standards. Laser scanning surveying, non-destructive investigations and numerical simulations are adopted in the present study, in order to assess the efficiency of the intervention and the present condition of the joints.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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