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We carry out a comparative design study on two high-efficiency power amplifiers (a second-harmonic tuning LD-MOS and a Doherty GaN-based amplifier) linearized through baseband digital predistortion so as to comply with the W-CDMA 3GPP standard with acceptable efficiency. Several predistortion schemes (both memoryless and with memory) were tried, having in mind the final FPGA implementation. The results, besides highlighting some interesting features of the two amplifiers considered, show that significant improvements can be achieved in the Power Added Efficiency (PAE) even starting from a highly efficient but poorly linear power stage.



Real-time FPGA-based baseband predistortion of W-CDMA 3GPP high-efficiency power amplifiers: Comparing GaN HEMT and Si LDMOS predistorted PA performances / Quaglia, Roberto; Camarchia, Vittorio; DONATI GUERRIERI, Simona; Lima, E. G.; Ghione, Giovanni; Pirola, Marco; Tinivella, R.; Luo, Q.. - STAMPA. - Unico:(2009), pp. 342-345. (Intervento presentato al  convegno Microwave Conference, 2009. EuMC 2009. European tenutosi a Roma nel Sept. 29 2009-Oct. 1 2009).
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				We carry out a comparative design study on two high-efficiency power amplifiers (a second-harmonic tuning LD-MOS and a Doherty GaN-based amplifier) linearized through baseband digital predistortion so as to comply with the W-CDMA 3GPP standard with acceptable efficiency. Several predistortion schemes (both memoryless and with memory) were tried, having in mind the final FPGA implementation. The results, besides highlighting some interesting features of the two amplifiers considered, show that significant improvements can be achieved in the Power Added Efficiency (PAE) even starting from a highly efficient but poorly linear power stage.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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