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Traceroute is the most widely used Internet path analysis tool today to study the topology of the Internet and to diagnose routing failures as well as poor performance events. A major limitation of traceroute when the destination is not controllable by the user is its inability to measure reverse paths, i.e., the path from any given destination back to the source. This is a major drawback for ISPs, who need to understand the performance of the Internet paths connecting popular services (e.g., YouTube and Facebook) to their customers. Even if public servers and distributed measurement platforms can provide partial reverse path visibility through ad-hoc measurements, there is still a need for a structured approach capable of analyzing the performance of Internet paths connecting any pair of nodes (servers, routers, hosts, etc.). While the problem of reverse traceroute has been addressed in the past, proposed techniques rely on IP address spoofing – which might lead to security concerns, and assume the availability of certain route-tracking options –, which might not be available. In this paper, we introduce and evaluate DisNETPerf, a new tool which provides exactly the same type of information as traceroute, but for paths connecting arbitrarily selected nodes. DisNETPerf works by firstly locating probes (i.e., measurement points) that are the closest to a given target node, using them to perform traceroute measurements from the target point-of-view to a given destination for path performance monitoring and troubleshooting purposes. We propose two techniques for probe location, and demonstrate that the reverse path (from server to users) can be measured with very high accuracy in certain scenarios. We also analyze relevant characteristics of Internet paths and distributed measurement platforms, which reinforce the applicability and relevance of DisNETPerf in current Internet.



On the Analysis of Internet Paths with DisNETPerf, a Distributed Paths Performance Analyzer / Wassermann, Sarah; Casas, Pedro; Donnet, Benoit; Leduc, Guy; Mellia, Marco. - ELETTRONICO. - (2016), pp. 72-79. (Intervento presentato al  convegno IEEE 41st Conference on Local Computer Networks Workshops (LCN Workshops), 2016 tenutosi a Dubai, UAE nel November 2016) [10.1109/LCN.2016.031].
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				Traceroute is the most widely used Internet path analysis tool today to study the topology of the Internet and to diagnose routing failures as well as poor performance events. A major limitation of traceroute when the destination is not controllable by the user is its inability to measure reverse paths, i.e., the path from any given destination back to the source. This is a major drawback for ISPs, who need to understand the performance of the Internet paths connecting popular services (e.g., YouTube and Facebook) to their customers. Even if public servers and distributed measurement platforms can provide partial reverse path visibility through ad-hoc measurements, there is still a need for a structured approach capable of analyzing the performance of Internet paths connecting any pair of nodes (servers, routers, hosts, etc.). While the problem of reverse traceroute has been addressed in the past, proposed techniques rely on IP address spoofing – which might lead to security concerns, and assume the availability of certain route-tracking options –, which might not be available. In this paper, we introduce and evaluate DisNETPerf, a new tool which provides exactly the same type of information as traceroute, but for paths connecting arbitrarily selected nodes. DisNETPerf works by firstly locating probes (i.e., measurement points) that are the closest to a given target node, using them to perform traceroute measurements from the target point-of-view to a given destination for path performance monitoring and troubleshooting purposes. We propose two techniques for probe location, and demonstrate that the reverse path (from server to users) can be measured with very high accuracy in certain scenarios. We also analyze relevant characteristics of Internet paths and distributed measurement platforms, which reinforce the applicability and relevance of DisNETPerf in current Internet.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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