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The demand for higher capacity, higher data rate and larger bandwidth has driven the research and industrial world to develop next generation wireless communication technology, namely, the 5G. Among all the approaches proposed for such a high demand, only the cooperative communication approach promises to significantly improve of the performances (capacity, data rate, bandwidth, etc.) with a low cost. In this thesis, we propose a D2D communication scheme as a solution for the out-door scenario and a cooperative scheme among the access infrastructures as the in-door scenario solution.
In the first part, we address the implementation of content-centric routing in a D2D architecture for Android devices based on WiFi Direct, a protocol recently standardised by the Wi-Fi Alliance. After discussing the creation of multiple D2D groups, we introduce novel paradigms featuring intra- and inter-group bidirectional communication. We then present the primitives involved in content advertising and requesting among members of the multi-group network. In addition to the communications, we also devise a mechanism to enable the devices to spontaneously establish the multi-group D2D network. Finally, we evaluate the performance of our architecture and the network formation mechanism in a real testbed consisting of Android devices.
In the second part, we propose, implement and evaluate a bandwidth aggregation service for residential users that allows to improve the upload throughput of the ADSL connection by leveraging the unused bandwidth of neighboring users. The residential access gateway adopts the 802.11 radio interface to simultaneously serve the local home users and to share the broadband connectivity with neighboring access gateways. Differently from previous works, our aggregation scheme is transparent both for local users, who are not required to modify their applications or device drivers, and for neighboring users, who do not experience any meaningful performance degradation. In order to evaluate the achievable performance and tune the parameters driving the traffic balancing, we developed a fluid model which was shown experimentally to be very accurate. Our proposed scheme is amenable to efficient implementation on Linux networking stack. Indeed, we implemented it and tested in some realistic scenarios, showing an efficient exploitation of the whole available bandwidth, also for legacy cloud storage applications.
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				The demand for higher capacity, higher data rate and larger bandwidth has driven the research and industrial world to develop next generation wireless communication technology, namely, the 5G. Among all the approaches proposed for such a high demand, only the cooperative communication approach promises to significantly improve of the performances (capacity, data rate, bandwidth, etc.) with a low cost. In this thesis, we propose a D2D communication scheme as a solution for the out-door scenario and a cooperative scheme among the access infrastructures as the in-door scenario solution.
In the first part, we address the implementation of content-centric routing in a D2D architecture for Android devices based on WiFi Direct, a protocol recently standardised by the Wi-Fi Alliance. After discussing the creation of multiple D2D groups, we introduce novel paradigms featuring intra- and inter-group bidirectional communication. We then present the primitives involved in content advertising and requesting among members of the multi-group network. In addition to the communications, we also devise a mechanism to enable the devices to spontaneously establish the multi-group D2D network. Finally, we evaluate the performance of our architecture and the network formation mechanism in a real testbed consisting of Android devices.
In the second part, we propose, implement and evaluate a bandwidth aggregation service for residential users that allows to improve the upload throughput of the ADSL connection by leveraging the unused bandwidth of neighboring users. The residential access gateway adopts the 802.11 radio interface to simultaneously serve the local home users and to share the broadband connectivity with neighboring access gateways. Differently from previous works, our aggregation scheme is transparent both for local users, who are not required to modify their applications or device drivers, and for neighboring users, who do not experience any meaningful performance degradation. In order to evaluate the achievable performance and tune the parameters driving the traffic balancing, we developed a fluid model which was shown experimentally to be very accurate. Our proposed scheme is amenable to efficient implementation on Linux networking stack. Indeed, we implemented it and tested in some realistic scenarios, showing an efficient exploitation of the whole available bandwidth, also for legacy cloud storage applications.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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