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The present work highlights well-defined nanostructured ceria; a morphology that bestows exceptional catalytic activity on ceria towards soot oxidation. The work includes also introduction of promoting foreign metals, such as praseodymium and zirconium, to well-defined nanostructured ceria as a means of improving reducibility, thermal stability and oxygen storage capacity of the catalyst. Temperature-programmed oxidation (TPO) has been used for analyzing catalytic activity. At the first stage of the research, nanostructured equimolar ceria-praseodymia (denoted as Ce50Pr50-NP) was found to have the highest amount of surface oxygen, the highest reducibility and the highest catalytic activity towards soot oxidation. The nanostructured morphology has been proven to raise the functionality of praseodymia as the foreign metal in ceria. The work also introduces small, silane-stabilized Pt nanoparticles. Upon calcination, silyl ligands are transformed into siliceous patches that prevent the particle from migrating/coalescing. Cu nanoparticles have been prepared the same way as Pt nanoparticles; however, they sinter even under milder thermal treatment. The small Pt-NPs are proven active towards all pollutant oxidations, including NOx-assisted soot oxidation, and they function better with nanostructured ceria as the support. Unexpectedly, Ce50Pr50-NP gives higher activity towards NOx-assisted soot oxidation than Pt catalysts. Intense NO conversion and NO2 adsorption on the surface of Ce50Pr50-NP are the reason behind its high activity.



Roles of morphology and foreign metals of ceria-based catalysts in improving oxidations of Diesel vehicle pollutants / Andana, Tahrizi. - (2017).
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				Abstract

				The present work highlights well-defined nanostructured ceria; a morphology that bestows exceptional catalytic activity on ceria towards soot oxidation. The work includes also introduction of promoting foreign metals, such as praseodymium and zirconium, to well-defined nanostructured ceria as a means of improving reducibility, thermal stability and oxygen storage capacity of the catalyst. Temperature-programmed oxidation (TPO) has been used for analyzing catalytic activity. At the first stage of the research, nanostructured equimolar ceria-praseodymia (denoted as Ce50Pr50-NP) was found to have the highest amount of surface oxygen, the highest reducibility and the highest catalytic activity towards soot oxidation. The nanostructured morphology has been proven to raise the functionality of praseodymia as the foreign metal in ceria. The work also introduces small, silane-stabilized Pt nanoparticles. Upon calcination, silyl ligands are transformed into siliceous patches that prevent the particle from migrating/coalescing. Cu nanoparticles have been prepared the same way as Pt nanoparticles; however, they sinter even under milder thermal treatment. The small Pt-NPs are proven active towards all pollutant oxidations, including NOx-assisted soot oxidation, and they function better with nanostructured ceria as the support. Unexpectedly, Ce50Pr50-NP gives higher activity towards NOx-assisted soot oxidation than Pt catalysts. Intense NO conversion and NO2 adsorption on the surface of Ce50Pr50-NP are the reason behind its high activity.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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