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Titanium-based alloys are commonly applied in high-performing structural components. Their machinability could be penalized by severe tool wear and poor surface quality. As a result, cutting fluids are widely used to improve the production rate without negatively affecting the machined surface integrity and the tool life. The experimental research activities presented in this paper are focusing on the effects of dry and near-dry cutting conditions on machining process performance when turning Ti-6Al-4V. Minimum Quantity Cooling/Lubrication systems have been exploited to supply low cutting fluid volumes to the cutting area in the form of a precisionmetered droplets mist. The conventional flood cooling (i.e., wet cutting) has been assumed as benchmark. Results are discussed with respect to tool wear/life, cutting forces, process power demand, surface quality, lubricoolant consumption, and human health hazards. All the main factors of influence are highlighted, and guidelines for identifying the trade-off between the minimization of environmental impact and the enhancement of process productivity are proposed.
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				Abstract

				Titanium-based alloys are commonly applied in high-performing structural components. Their machinability could be penalized by severe tool wear and poor surface quality. As a result, cutting fluids are widely used to improve the production rate without negatively affecting the machined surface integrity and the tool life. The experimental research activities presented in this paper are focusing on the effects of dry and near-dry cutting conditions on machining process performance when turning Ti-6Al-4V. Minimum Quantity Cooling/Lubrication systems have been exploited to supply low cutting fluid volumes to the cutting area in the form of a precisionmetered droplets mist. The conventional flood cooling (i.e., wet cutting) has been assumed as benchmark. Results are discussed with respect to tool wear/life, cutting forces, process power demand, surface quality, lubricoolant consumption, and human health hazards. All the main factors of influence are highlighted, and guidelines for identifying the trade-off between the minimization of environmental impact and the enhancement of process productivity are proposed.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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