Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	8 Doctoral Thesis
	8.1 Doctoral thesis Polito


	



















































	
	
		
		
	









Being able to measure rainfall is crucial in everyday life. The more rainfall measures are accurate, spatially distributed and detailed in time, the more forecast models - be they meteorological or hydrological - can be accurate. Safety on travel networks could be increased by informing users about the nearby roads’ conditions in real time. In the agricultural sector, being able to gain a detailed knowledge of rainfalls would allow for an optimal management of irrigation, nutrients and phytosanitary treatments. In the sport sector, a better measurement of rainfalls for outdoor events (e.g., motor, motorcycle or bike races) would increase athletes’ safety.
Rain gauges are the most common and widely used tools for rainfall measurement. However, the existent monitoring networks still fail in providing accurate spatial representations of localized precipitation events due to the sparseness. This effect is magnified by the intrinsic nature of intense precipitation events, as they are naturally characterized by a great spatial and temporal variability.
Potentially, coupling at-ground measures (i.e., coming from pluviometric and disdrometric networks) with remote measurement (e.g., radars or meteorological satellites) could allow to describe the rainfall phenomena in a more continuous and spatially detailed way. However, this kind of approach requires that at-ground measurements are used to calibrate the remote sensors relationships, which leads us back to the dearth of ground networks diffusion. Hence the need to increase the presence of ground measures, in order to gain a better description of the events, and to make a more productive use of the remote sensing technologies.
The ambitious aim of the methodology developed in this thesis is to repurpose other sensors already available at ground (e.g., surveillance cameras, webcams, smartphones, cars, etc.) into new source of rain rate measures widely distributed over space and time.
The technology, developed to function in daylight conditions, requires that the pictures collected during rainfall events are analyzed to identify and characterize each raindrop. The process leads to an instant measurement of the rain rate associated with the captured image. To improve the robustness of the measurement, we propose to elaborate a higher number of images within a predefined time span (i.e., 12 or more pictures per minute) and to provide an averaged measure over the observed time interval.
A schematic summary of how the method works for each acquired image is represented hereinafter :
1.	background removal;
2.	identification of the rain drops;
3.	positioning of each drop in the control volume, by using the blur effect;
4.	estimation of drops’ diameters, under the hypothesis that each drop falls at its terminal velocity;
5.	rain rate estimation, as the sum of the contributions of each drop.
Different techniques for background recognition, drops detection and selection and noise reduction were investigated. Each solution has been applied to the same images sample, in order to identify the combination producing accuracy in the rainfall estimate. The best performing procedure was then validated, by applying it to a wider sample of images. Such a sample was acquired by an experimental station installed on the roof of the Laboratory of Hydraulics of the Politecnico di Torino. The sample includes rainfall events which took place between May 15th, 2016 and February 15th, 2017. Seasonal variability allowed to record events characterized by different intensity in varied light conditions.
Moreover, the technology developed during this program of research was patented (2015) and represents the heart of WaterView, spinoff of the Politecnico di Torino founded in February 2015, which is currently in charge of the further development of this technology, its dissemination, and its commercial exploitation.
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				Being able to measure rainfall is crucial in everyday life. The more rainfall measures are accurate, spatially distributed and detailed in time, the more forecast models - be they meteorological or hydrological - can be accurate. Safety on travel networks could be increased by informing users about the nearby roads’ conditions in real time. In the agricultural sector, being able to gain a detailed knowledge of rainfalls would allow for an optimal management of irrigation, nutrients and phytosanitary treatments. In the sport sector, a better measurement of rainfalls for outdoor events (e.g., motor, motorcycle or bike races) would increase athletes’ safety.
Rain gauges are the most common and widely used tools for rainfall measurement. However, the existent monitoring networks still fail in providing accurate spatial representations of localized precipitation events due to the sparseness. This effect is magnified by the intrinsic nature of intense precipitation events, as they are naturally characterized by a great spatial and temporal variability.
Potentially, coupling at-ground measures (i.e., coming from pluviometric and disdrometric networks) with remote measurement (e.g., radars or meteorological satellites) could allow to describe the rainfall phenomena in a more continuous and spatially detailed way. However, this kind of approach requires that at-ground measurements are used to calibrate the remote sensors relationships, which leads us back to the dearth of ground networks diffusion. Hence the need to increase the presence of ground measures, in order to gain a better description of the events, and to make a more productive use of the remote sensing technologies.
The ambitious aim of the methodology developed in this thesis is to repurpose other sensors already available at ground (e.g., surveillance cameras, webcams, smartphones, cars, etc.) into new source of rain rate measures widely distributed over space and time.
The technology, developed to function in daylight conditions, requires that the pictures collected during rainfall events are analyzed to identify and characterize each raindrop. The process leads to an instant measurement of the rain rate associated with the captured image. To improve the robustness of the measurement, we propose to elaborate a higher number of images within a predefined time span (i.e., 12 or more pictures per minute) and to provide an averaged measure over the observed time interval.
A schematic summary of how the method works for each acquired image is represented hereinafter :
1.	background removal;
2.	identification of the rain drops;
3.	positioning of each drop in the control volume, by using the blur effect;
4.	estimation of drops’ diameters, under the hypothesis that each drop falls at its terminal velocity;
5.	rain rate estimation, as the sum of the contributions of each drop.
Different techniques for background recognition, drops detection and selection and noise reduction were investigated. Each solution has been applied to the same images sample, in order to identify the combination producing accuracy in the rainfall estimate. The best performing procedure was then validated, by applying it to a wider sample of images. Such a sample was acquired by an experimental station installed on the roof of the Laboratory of Hydraulics of the Politecnico di Torino. The sample includes rainfall events which took place between May 15th, 2016 and February 15th, 2017. Seasonal variability allowed to record events characterized by different intensity in varied light conditions.
Moreover, the technology developed during this program of research was patented (2015) and represents the heart of WaterView, spinoff of the Politecnico di Torino founded in February 2015, which is currently in charge of the further development of this technology, its dissemination, and its commercial exploitation.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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