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Excavated material management represents today a key issue due to environmental constraints and to the claim for possible reuse. Therefore, the knowledge of muck characteristics has become a topic of high interest. The muck can show different properties and behaviour, mainly due to the local geology, to the excavation mode and to the possible treatment. On the basis of the properties and of the possible local or remote recycling, the spoil can be processed in a treatment plant or sent to disposal. As the ground types can change along the tunnel, it is important to assess its variability in order to adapt the plant capability for producing a suitable by-product. For these reasons, a procedure for classifying the spoil from tunnelling is proposed (TMC). It represents a simple and practical tool for correlating ground type, possible muck destination and treatment type. Testing plan of the materials for the possible different muck destination should be compiled and conditions for safe waste disposal should be analysed as well.



Tunnelling muck classification:definition and application / Oggeri, Claudio; Fenoglio, TADDEO MARIA; Vinai, Raffaele. - ELETTRONICO. - unico:(2017), pp. 1-10. (Intervento presentato al  convegno ITA AITES World Tunnel Congress 2017 tenutosi a Bergen, Norway nel June 2017).





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Tunnelling muck classification:definition and application.
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				Abstract

				Excavated material management represents today a key issue due to environmental constraints and to the claim for possible reuse. Therefore, the knowledge of muck characteristics has become a topic of high interest. The muck can show different properties and behaviour, mainly due to the local geology, to the excavation mode and to the possible treatment. On the basis of the properties and of the possible local or remote recycling, the spoil can be processed in a treatment plant or sent to disposal. As the ground types can change along the tunnel, it is important to assess its variability in order to adapt the plant capability for producing a suitable by-product. For these reasons, a procedure for classifying the spoil from tunnelling is proposed (TMC). It represents a simple and practical tool for correlating ground type, possible muck destination and treatment type. Testing plan of the materials for the possible different muck destination should be compiled and conditions for safe waste disposal should be analysed as well.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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