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Low Frequency Aperture Array (LFAA) systems are opening up new frontiers for ground-based radio astronomical instruments. These instruments require advanced measurement procedures and systems for characterization and calibration of their front-end. For this purpose, a test source mounted on an Unmanned Aerial Vehicle (UAV) has been developed in Italy. This system has proven to be a reliable, accurate, portable and effective tool to characterize LFAA systems as demonstrated during measurement campaigns on two Aperture Array Verification Systems for the LFAA of the SKA in the UK and on a LOFAR station in The Netherlands. This contribution gives an overview of these campaigns, the continuous development of the UAV-based measurement system and the envisaged future improvements.



In-situ characterization of international low-frequency aperture arrays by means of an UAV-based system / Bolli, P.; Wijnholds, S. J.; De Lera Acedo, E.; Lingua, A.; Monari, J.; Paonessa, F.; Pupillo, G.; Virone, G.. - STAMPA. - (2017), pp. 1-4. (Intervento presentato al  convegno 2017 XXXIInd General Assembly and Scientific Symposium of the International Union of Radio Science (URSI GASS) tenutosi a Montreal (CA) nel 19-26 Aug. 2017) [10.23919/URSIGASS.2017.8105020].
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				Abstract

				Low Frequency Aperture Array (LFAA) systems are opening up new frontiers for ground-based radio astronomical instruments. These instruments require advanced measurement procedures and systems for characterization and calibration of their front-end. For this purpose, a test source mounted on an Unmanned Aerial Vehicle (UAV) has been developed in Italy. This system has proven to be a reliable, accurate, portable and effective tool to characterize LFAA systems as demonstrated during measurement campaigns on two Aperture Array Verification Systems for the LFAA of the SKA in the UK and on a LOFAR station in The Netherlands. This contribution gives an overview of these campaigns, the continuous development of the UAV-based measurement system and the envisaged future improvements.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	[image: Logo CINECA]
	
 Copyright © 2024 

