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During reservoir characterization all the geological uncertainties affecting the quantity and distribution of hydrocarbons should be captured to assess the risks affecting final recovery.
In a typical modeling workflow the geological uncertainties are accounted for through the construction of a sufficiently large set of 3-D static models. Out of this set, a few representative models are selected and dynamically simulated so as to correlate the geological characteristics of the reservoir with its dynamic performance and to propagate the uncertainty onto the final recovery factors yet maintaining the computational run time acceptable. In channelized depositional environments, which are strongly heterogeneous, the selection approach must also account for channel connectivity, which plays a key role in the possibility of efficiently draining the reservoir for a reasonable number of wells. 
This study can be seen as a step forward in the assessment of the risks associated to the development of channelized reservoirs under the assumption that a way to express the concept of channel connectivity is channel amalgamation. Channel amalgamation is here defined through amalgamation curves which are numerically described using a set of indexes whose combination provide spatial information of channel intersections. These indexes were calculated for a full set of 3-D geological models and used to steer the selection of a representative model sub-set for subsequent fluid flow simulations.
The validity of the index-based selection was verified on different sets of synthetic reservoir models through the evaluation of the representativeness of the model sub-set in reproducing the uncertainty of the original dataset. Eventually, the existence of a strong correlation between channel amalgamation and production performance was proved. From a practical perspective, the possibility to include channel amalgamation in the assessment of the geological models can considerably improve the representativeness of the selected models for uncertainty propagation thus reducing significantly the number of geological models to be considered.



Capturing channelized reservoir connectivity uncertainty with amalgamation curves / Peter, Costanzo; Sacchi, QUINTO RENATO; Serazio, Cristina; Verga, Francesca. - In: MARINE AND PETROLEUM GEOLOGY. - ISSN 0264-8172. - STAMPA. - 88:(2017), pp. 329-342. [10.1016/j.marpetgeo.2017.07.017]
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				Abstract

				During reservoir characterization all the geological uncertainties affecting the quantity and distribution of hydrocarbons should be captured to assess the risks affecting final recovery.
In a typical modeling workflow the geological uncertainties are accounted for through the construction of a sufficiently large set of 3-D static models. Out of this set, a few representative models are selected and dynamically simulated so as to correlate the geological characteristics of the reservoir with its dynamic performance and to propagate the uncertainty onto the final recovery factors yet maintaining the computational run time acceptable. In channelized depositional environments, which are strongly heterogeneous, the selection approach must also account for channel connectivity, which plays a key role in the possibility of efficiently draining the reservoir for a reasonable number of wells. 
This study can be seen as a step forward in the assessment of the risks associated to the development of channelized reservoirs under the assumption that a way to express the concept of channel connectivity is channel amalgamation. Channel amalgamation is here defined through amalgamation curves which are numerically described using a set of indexes whose combination provide spatial information of channel intersections. These indexes were calculated for a full set of 3-D geological models and used to steer the selection of a representative model sub-set for subsequent fluid flow simulations.
The validity of the index-based selection was verified on different sets of synthetic reservoir models through the evaluation of the representativeness of the model sub-set in reproducing the uncertainty of the original dataset. Eventually, the existence of a strong correlation between channel amalgamation and production performance was proved. From a practical perspective, the possibility to include channel amalgamation in the assessment of the geological models can considerably improve the representativeness of the selected models for uncertainty propagation thus reducing significantly the number of geological models to be considered.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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