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Energy Storage is the best candidate to improve renewable energy penetration and moderate the intermittent generation problems supporting the match between energy demand and production. This paper addresses the optimal storage operations scheduling based on load and renewable production forecast. Stored energy is controlled to minimize the energy input from the grid and maximizing the revenue from selling renewable energy. This work proposes an optimal scheduling solution based on the Ant Colony Optimization (ACO) algorithm enabling the battery to respond to external signals, e.g. the energy price or on the basis of energy trades. This feature is highly demanded in scenarios with a high share of intermittent renewable energy sources. Four different ACO
implementations, customized with respect to the specific problem, are compared. The developed algorithms have been tested by using real load consumption data along a week.



Optimal Scheduling of Distributed Energy Storage Systems by Means of ACO Algorithm / Tisseur, Riccardo; DE BOSIO, Federico; Chicco, Gianfranco; Fantino, Maurizio; Pastorelli, Michele. - ELETTRONICO. - (2016). (Intervento presentato al  convegno 51st International Universities Power Engineering Conference (UPEC) 2016 tenutosi a Coimbra, Portugal nel 6-9 September 2016) [10.1109/UPEC.2016.8114101].
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				Abstract

				Energy Storage is the best candidate to improve renewable energy penetration and moderate the intermittent generation problems supporting the match between energy demand and production. This paper addresses the optimal storage operations scheduling based on load and renewable production forecast. Stored energy is controlled to minimize the energy input from the grid and maximizing the revenue from selling renewable energy. This work proposes an optimal scheduling solution based on the Ant Colony Optimization (ACO) algorithm enabling the battery to respond to external signals, e.g. the energy price or on the basis of energy trades. This feature is highly demanded in scenarios with a high share of intermittent renewable energy sources. Four different ACO
implementations, customized with respect to the specific problem, are compared. The developed algorithms have been tested by using real load consumption data along a week.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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