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Proper muscle activity quantification is highly relevant to monitor and treat spastic cocontraction. As activity may distribute unevenly within muscle volumes, particularly for pennate calf muscles, surface electromyograms (EMGs) detected by traditional bipolar montage may provide biased estimations of muscle activity. We compared cocontraction estimates obtained using bipolar vs grids of electrodes (high-density EMG, HD-EMG). EMGs were collected from medial gastrocnemius, soleus and tibialis anterior during isometric plantar and dorsi-flexion efforts at three levels (30%, 70% and 100% MVC), knee flexed and extended. Cocontraction index (CCI) was estimated separately for each electrode pair in the grid. While soleus and tibialis anterior CCI estimates did not depend on the detection system considered, for gastrocnemius bipolar electrodes provided larger cocontraction estimates than HD-EMG at highest effort levels, at both knee angles (ANOVA; P <.001). Interestingly, HD-EMG detected greater gastrocnemius EMGs distally during plantar flexions, and greater CCI values proximally during dorsiflexions. These results suggest that bipolar electrodes: (i) provide reliable estimates of soleus and tibialis anterior cocontraction; (ii) may under-or overestimate gastrocnemius cocontraction, depending on their distal or proximal position.



Localised sampling of myoelectric activity may provide biased estimates of cocontraction for gastrocnemius though not for soleus and tibialis anterior muscles / Vinti, Maria; Gracies, Jean-Michel; Gazzoni, Marco; Vieira, Taian. - In: JOURNAL OF ELECTROMYOGRAPHY AND KINESIOLOGY. - ISSN 1050-6411. - STAMPA. - 38:(2018), pp. 34-43. [10.1016/j.jelekin.2017.11.003]
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				Abstract

				Proper muscle activity quantification is highly relevant to monitor and treat spastic cocontraction. As activity may distribute unevenly within muscle volumes, particularly for pennate calf muscles, surface electromyograms (EMGs) detected by traditional bipolar montage may provide biased estimations of muscle activity. We compared cocontraction estimates obtained using bipolar vs grids of electrodes (high-density EMG, HD-EMG). EMGs were collected from medial gastrocnemius, soleus and tibialis anterior during isometric plantar and dorsi-flexion efforts at three levels (30%, 70% and 100% MVC), knee flexed and extended. Cocontraction index (CCI) was estimated separately for each electrode pair in the grid. While soleus and tibialis anterior CCI estimates did not depend on the detection system considered, for gastrocnemius bipolar electrodes provided larger cocontraction estimates than HD-EMG at highest effort levels, at both knee angles (ANOVA; P 
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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