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We consider a dual-hop, decode-and-forward network where the relay
  can operate in FD or HD mode (X-duplex relay). We model the residual
  self-interference as an additive Gaussian noise with variance
  proportional to the relay transmit power, and we assume a Gaussian
  input distribution at the source. Unlike previous work, we assume
  that the source is only aware of the transmit power distribution
  adopted by the relay, but not of the symbols that the relay is
  currently transmitting. {\color{black} This assumption better
    reflects the practical situation where the relay node forwards
    data traffic but modifies physical-layer or link-layer control
    information.}  We then identify the optimal power allocation
  strategy at the source and relay, which in some cases coincides with
  the HD transmission mode. We prove that such strategy
  implies either FD transmissions over an entire time frame, or FD/HD
  transmissions over a variable fraction of the frame.  We determine
  the optimal transmit power level at the source and relay for each
  frame, or fraction thereof. We compare the performance of our scheme
  against reference FD and HD techniques, which assume that the source
  is aware of the symbols instantaneously transmitted by the relay,
  and show that our solution closely approaches such strategies.



Optimal Power Allocation Strategies in Two-Hop X-duplex Relay Channel / Nordio, Alessandro; Chiasserini, Carla Fabiana; Viterbo, Emanuele. - In: IEEE TRANSACTIONS ON COMMUNICATIONS. - ISSN 0090-6778. - STAMPA. - 66:7(2018), pp. 2888-2903. [10.1109/TCOMM.2018.2812707]
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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